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INTRODUCTION

This instruction manual provides information about the operation and installation of the DECS-100
Digital Excitation Control System. To accomplish this, the following information is provided.

» General Information and Specifications
« Human-Machine Interface

e Functional Description

e Installation

« BESTCOMS Communication Software
e Installation and Troubleshooting

WARNING!

To avoid personal injury or equipment damage, only qualified personnel should
perform the procedures in this manual.

Lethal voltage is present at the rear panel when the unit is energized. Rear
panel connections should be made only when the unit is de-energized.

CAUTION

The Manual mode excitation level must be evaluated prior to enabling this
feature. If the level of excitation current is inappropriate for the generator,
severe damage to the generator may occur.

Improper PID numbers will result in poor system performance or system
damage.

Before uploading a settings file, remove operating power from the DECS-100,
disconnect the field wiring from terminals F+ and F—, and re-apply operating
power to the DECS-100.

Before uploading a settings file, remove operating power from the DECS-100,
disconnect the field wiring from terminals F+ and F—, and re-apply operating
power to the DECS-100.

NOTE
Be sure that the DECS-100 is hard-wired to earth ground with no smaller than
12 AWG copper wire attached to the ground terminal on the rear of the unit
case. When the unit is configured in a system with other devices, it is
recommended to use a separate lead to the ground bus from each unit.
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PRODUCT REVISION HISTORY

The following information provides a historical summary of the changes made to the DECS-100
embedded firmware, hardware, and BESTCOMS software. The corresponding revisions made to
this instruction manual (9 2875 00 991) are also summarized. Revisions are listed in chronological
order.

Firmware
Version and Date

Change

1.09.XX, 01/01

Initial release

1.11.XX, 07/01

Enabled the protection function during the first five seconds of
operation.

Modified the OEL setpoint scale factor to be compatible with
BESTCOMS version 1.03.00.

Added the scale factor for per unit gain.

Established minimum voltage regulation at 30 percent of
nominal sensing voltage.

1.12.XX, 03/02

BESTCOMS for
Windows® OS
Version and Date

Added register to detect CT type.

Change

1.02.XX, 02/01

Initial release

1.03.XX, 08/01

Changed OEL scale from 100 to 1,000 to match the change in
firmware version 1.11.01.

Changed OEL default setting from 1 to 15.

Changed the default for all protection functions to enabled.
Added support for French regional settings.

1.04.XX, 04/02

Made BESTCOMS compatible with all older firmware versions.
Added support for all regional settings.

Enabled reading of secondary CT Value for units with firmware
version 1.12.01 and higher.

Simplified the Analysis screen.

Added feature to calculate and send voltage matching
reference for different generator and bus PT ratios.

Changed minimum Ki setpoint from 0 to 0.01.
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BESTCOMS for
Palm OS®
Version and Date

Change

1.01.XX, 01/01

Initial release

1.02.XX, 08/01

Added a Check for New Version button to the Contact Basler
screen

Added a date/time stamp to the “Save to File” names

Added version checking

1.03.XX, 04/02

Added password protection
Improved version checking function

Hardware
Version and Date Change
E, 01/01 Initial release
F, 05/01 Deepened potting shell
G, 10/01 Began supplying mounting screws
H, 02/02 SIL-PADS were added between some power components and
the heat sinks.
Added manufacturing origin to the rear label.
J, 07/02 Revised EEPROM
Manual
Revision and Date Change
None, 03/01 Initial release
A, 03/01 In Section 5, BESTCOMS Software for the Windows®
Operating System and Section 6, BESTCOMS Software for the
Palm OS® Platform, Step 2 of Installing BESTCOMS was
revised to reflect the addition of an auto-start utility for the
DECS-100 CD-ROM.
B, 08/01 Added Embedded Software subsection to Section 5,
BESTCOMS Software for the Windows Operating System.
Corrected various minor errors throughout the manual.
C, 05/02 Revised the torque specification for the mounting screws
supplied with the unit.
In Section 5, BESTCOMS Software for the Windows®
Operating System and Section 6, BESTCOMS Software for the
Palm OS® Platform, text and illustrations were revised to
accommodate software enhancements.
D, 01/03 Revised Voltage Matching Time Adjustment Range from 0 to

300 seconds to 1 to 300 seconds through manual.
Corrected figure number references in Sections 5 and 6.

DECS-100 Introduction



CONTENTS

A detailed table of contents is provided at the start of each manual section. The manual sections are
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SECTION 1 - GENERAL INFORMATION

GENERAL

The Basler Digital Excitation Control System (DECS-100) is an electronic, solid-state, microprocessor based
control device. The DECS-100 regulates the output voltage of a brushless, ac generator by controlling the
currentinto the generator exciter field. Input power to the DECS-100 can be from a multi-pole, high-frequency,
permanentmagnet generator (PMG) or from the generator output when used as a conventional, shunt-excited,
excitation system.

The DECS-100 is supplied in an encapsulated package designed for behind-the-panel mounting. The
DECS-100 is held in place by thread-forming screws that thread into its plastic shell. Front panel indicators
(LEDs) annunciate DECS-100 status and system conditions. DECS-100 connections are made through
quarter-inch, quick-connect terminals on the rear panel. A 9-pin DB-9 type connector on the rear panel
provides communication between the DECS-100 and an IBM compatible PC.

FEATURES

DECS-100 units have the following features and capabilities.

e Four control modes: automatic voltage regulation (AVR), manual or field current regulation (FCR), power
factor (PF) regulation, and reactive power (var) regulation.

¢ Programmable stability settings.

e Soft start and voltage buildup control with an adjustable ramp in AVR control mode.

¢ Overexcitation (OEL) limiting in AVR, var, and PF control modes.

e Underfrequency (volts/hertz) regulation.

e Three-phase or single-phase generator voltage (rms) sensing/regulation in AVR mode.

¢ Single-phase bus voltage (rms) sensing.

e Single-phase generator current sensing for metering and regulation purposes.

e Field current and field voltage sensing.

¢ One analog input for proportional remote control of the setpoint.

e Five contact sensing inputs for system interface.

e One common output relay for alarm indication and trip functions.

e Fourprotection functions (field overvoltage, field overcurrent, generator overvoltage, andloss of sensing).

¢ Generator paralleling with reactive droop compensation and reactive differential compensation.

¢ Rear RS-232 communication port for personal computer communication using BESTCOMS Windows®
based software for fast, user-friendly, setup and control.

MODEL AND STYLE NUMBER DESCRIPTION

General

DECS-100 electrical characteristics and operational features are defined by a combination of letters and
numbers that make up the style number. The model number, together with the style number, describe the
options included in a specific device, and appear on a label affixed to the rear panel. Upon receipt of a
DECS-100, be sure to check the style number against the requisition and the packing listto ensure that they
agree.

Style Number

Style number identification chart Figure 1-1 defines the electrical characteristics and operational features
available in the DECS-100.

DECS-100 General Information 1-1
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MODEL NUMBER

D%D

D2875-16
04/17/02

VAR/PF CONTROL

VOLTAGE MATCHING

CURRENT TRANSFORMER

A) No var/PF control
B) Var/PF control

0) No Voltage matching
1) Voltage matching

1) 1A CT secondary
5) 5A CT secondary

Figure 1-1. DECS-100 Style Chart

For example, if the style number was A15, the device would have the following characteristics and operating

features.
A . ... No var or power factor control
1 .... Voltage matching
5 .... 5ampere CT secondary

SPECIFICATIONS

DECS-100 electrical and physical specifications are listed in the following paragraphs.

Operating Power
Voltage: 88 to 250 Vac, single-phase or

three-phase (L-L)

Frequency Range: 50 to 400 Hz
Burden: 650 VA
Terminals: 3,4,5

Voltage Buildup: from a minimum of 6 Vac

Generator Voltage Sensing

Type: 1-phase/3-phase, 4 ranges
Burden: <1 VA per phase
Terminals: E1, E2, E3

50 Hertz Sensing

Range 1: 100 Vac (85 to 132 Vac)
Range 2: 200 Vac (190 to 220 Vac)
Range 3: 400 Vac (380 to 440 Vac)
Range 4: N/A

60 Hertz Sensing

Range 1: 120 Vac (85 to 132 Vac)
Range 2: 240 Vac (170 to 264 Vac)
Range 3: 480 Vac (340 to 528 Vac)
Range 4: 600 Vac (540 to 660 Vac)

Generator Current Sensing

Type: 1-phase (B-phase), 50/60 Hz
Style X1X: 1 Aac maximum continuous
Style X5X: 5 Aac maximum continuous
Burden: <0.1 VA

Terminals: CT1,CT2

Bus Voltage Sensing (Optional)-continued

50 Hertz Sensing

Range 1: 100 Vac (85 to 132 Vac)
Range 2: 200 Vac (190 to 220 Vac)
Range 3: 400 Vac (380 to 440 Vac)
Range 4: N/A

60 Hertz Sensing

Range 1: 120 Vac (85 to 132 Vac)
Range 2: 240 Vac (170 to 264 Vac)
Range 3: 480 Vac (340 to 528 Vac)
Range 4: 600 Vac (540 to 660 Vac)

Accessory Input
Voltage Range:
Setpoint Range:
Burden:
Terminals:

Communication Port

-3 Vdc to +3 Vdc
-30% to +30% shift
1kQ

A B

Bus Voltage Sensing (Optional)

Type:
Burden:
Terminals:

1-phase, 4 ranges
<1 VA per phase
B1, B3

Interface: Full duplex RS-232
Connection: Rear panel DB-9 connector
Baud: 4800

Data Bits: 8

Parity: None

Stop Bit: 1

Contact Input Circuits

Type: Dry Contact

Wetting Voltage: 13 Vdc (supplied by DECS-100)
Terminal Assignments for Standard Functions
Unit/Parallel Control: 52L, 52M

Raise: 6U, 7

Lower: 6D, 7
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Contact Input Circuits—continued

Terminal Assignments for Optional Functions
Var/PF Enable: 524, 52K
Voltage Matching: VM, VMC

Common Alarm Output

Type: Form A

Rated Load: 7 Aac/Adc continuous

Make: 30 Aac/Adc, carry for 0.2 sec
Break: 7 Aac/0.1 Adc

Operating Voltage: 240 Vac/250 Vdc maximum

Terminals: AL1, AL2
Field Output

Field Resistance: 5 Q minimum
Terminals: F+, F—

Continuous Rating: 63 Vdc, 7 Adc

10 Second Forcing Rating

200 Vac Power Input: 135 Vdc, 15 Adc

110 Vac Power Input: 90 Vdc, 10 Adc (9 Q field)
75 Vdc, 15 Adc (5 Q field)

AVR Operating Mode

Adjustment Range:  See Generator Voltage Sensing

Voltage Regulation:  +0.25% over load range at
rated power factor and
constant generator frequency.
+0.5% with 3-phase sensing
and shunt power at 40% THD
of the voltage waveform (due to
a 6 SCR load).

Temperature Drift: +0.5% for a 40°C change

V/Hz Characteristic:  Slope from 0 to 3PU is adjust-
able in 0.01PU increments.
Transition (Corner) frequency
is adjustable from 40 to 65 Hz.
See Fig. 1-2 for V/Hz curves.

Response Time: Within 1 cycle
Underfrequency
Kneepoint
0 V/Hz \A

100%

Sensing
Voltage

P0005-14
03-08-02

30%

12Hz/) Frequency Nominal
Generator
NOTE: Frequency

A Operation is not specified below 12Hz or 30% of nominal
sensing voltage. Power must be removed below this
frequency.

Figure 1-2. Typical V/Hz Curves

FCR (Manual) Operating Mode

Adjustment Range: 0to 7 Adc
Increment: 0.1A

Var Operating Mode (Optional)
Adjustment Range:  100% to —100%
Increment: 0.1%

PF Operating Mode (Optional)
Adjustment Range: 0.6 lead to 0.6 lag
Increment: 0.001

Parallel Compensation
Modes: Reactive Droop and Reactive
Differential (cross-current)*
Droop Adjust Range: 0 to 10%
Increment: 1%
% Burden can exceed 1 VA if external resistors are
added to the CT circuit.

Field Overvoltage Protection
Pickup Range: 0 to 250 Vdc

Time Delay: 10 seconds (fixed)
Field Overcurrent Protection

Pickup

Range: 0 Adc to 15 Adc
Increment: 0.001 Adc

Time Delay

Range: 0 to 10 seconds
Increment: 1 second

Generator Overvoltage Protection

Pickup 100% to 120% of system
voltage setting

Increment: 1.0%

Time Delay: 0.75 seconds (fixed)

Soft Start Function (AVR Mode Only)

Time Adjust Range: 1 to 7,200 seconds
Increment: 1 second

Voltage Matching

Accuracy: Generator rms voltage is
matched with the bus rms
voltage to within £0.5% of the
generator voltage.

Time Adjustment

Range: 1 to 300 seconds

Increment: 0.01 seconds

Metering (BESTCOMS)

Generator Voltage
Range: 10 Vto 79 kV
Accuracy: +0.5% (at 25°C)

Generator Current

Range: 0.04 to 3,000 A (1 A CTs)
0.1t0 15,000 A (5 ACTs)
+0.5% (at 25°C)

Accuracy:

DECS-100 General Information
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Metering (BESTCOMS)—continued

Frequency

Range: 40 to 65 Hz

Accuracy: +0.2 Hz (at 25°C)

Field Voltage

Range: 0to 200V

Accuracy: +5.0% (at 25°C)

Field Current

Range: Oto20 A

Accuracy: +0.5% (at 25°C)

Bus Voltage

Range: 10 Vto 79 kV
Accuracy: 10.5% (at 25°C)
Auxiliary DC Input

Range: -3Vto+3V

Accuracy: +0.5% (at 25°C)

Power (Apparent, Real, and Reactive)

Range: 0 to 99 MVA, MW, Mvar
Accuracy: +3.0% (at 25°C)

Power Factor

Range: -1.0t0-0.6, +0.6 to +1.0
Accuracy: +0.02 at rated current (25°C)
Phase Angle

Range: 0 to 360 degrees
Accuracy: +2.0 degrees (at 25°C)

Environment

Operating Temperature

DECS-100: —-40°C to 70°C
(—40°F to 158°F)

Storage Temperature

UL Recognition
Recognized per Standard 508, UL File E97035

CSA Certification

Certified per Standard CAN/CSA-C22.2, Number 14-
95, CSA File LR23131-139

CE Compliance

Emissions

CISPR11/EN55011, Level A
Electrostatic Discharge (ESD)

IEC 1000-4-2/EN 61000-4-2, Level B
Radiated Susceptibility

IEC 1000-4-3/EN 61000-4-3, Level A
Electrical Fast Transient

IEC 1000-4-4/EN 61000-4-4, Level B
Radio Frequency—Conducted

IEC 1000-4-6/EN 61000-4-6, Level A
Power Frequency—Magnetic

IEC 1000-4-8/EN 61000-4-8, Level A

Dielectric

IEC 255

Patent
U.S. Patent Number 5294879

DECS-100: —40°C to 85°C
(—40°F to 185°F)

CD-ROM: 0°C to 50°C
(32°F to 122°F)

Type Tests

Shock: 20 Gs in 3 perpendicular
planes

Vibration: 1.2Gs at510 26 Hz
0.914 mm (0.036") double
amplitude at 27 to 52 Hz
5 Gs at 53 to 500 Hz

Salt Fog: Tested per MIL-STD-810E

Physical

Weight

Unit: 1.10 kg (2.42 Ib)

Shipping: 1.31 kg (2.88 Ib)

Shipping Carton Dimensions (W x H x D)

Single Unit: 299 mm x 79 mm x 146 mm
(11.75" x 3.125" x 5.75")

48 Units: 841 mm x 653 mm x 352 mm
(33.13" x 25.69" x 13.88")
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SECTION 2 - HUMAN-MACHINE INTERFACE

GENERAL

The DECS-100 human-machine interface (HMI) consist of front panel indicators and a rear panel

communication port.

FRONT PANEL INDICATORS

DECS-100 front panel indicators consist of seven red LEDs. Figure 2-1 shows the front panel indicators for
the DECS-100. Table 2-1 describes the function of each front panel indicator.

Excitation ia
Controller

CECE-100

CWEREXCITATION SHUTDSWN — — — 3
GEMNERATOR CWVERWOHTAGE — — — — ()
LOSS OF GEMEAATOR SENEING — — )
OVEREXCITATION LIMITING — — —— )
WaRRF MODE ACTIVE
RARLIAL MTIIE AT

LINDERFREGLIEMCY AZTIVE — — — — D

Figure 2-1. DECS-100 Front Panel Indicators

Table 2-1. DECS-100 Front Panel Indicator Descriptions

Indicator

Description

Overexcitation Shutdown

This LED lights when the Overexcitation Protection feature is enabled
and the field voltage exceeds 100 Vdc for 10 seconds. The DECS-
100 will shutdown when an overexcitation condition is detected. The
Overexcitation Shutdown LED will light for 5 seconds when the
DECS-100 is powered up following an overexcitation shutdown.

Generator Overvoltage

This LED lights when generator output voltage exceeds the
adjustable setpoint for 0.75 seconds. The DECS-100 will shutdown
when a generator overvoltage condition is detected. The Generator
Overvoltage LED will light for 5 seconds when the DECS-100 is
powered up following a generator overvoltage shutdown.
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Indicator

Description

Loss of Generator Sensing

This LED lights when a loss of generator sensing voltage is detected.
Depending on the protective action selected, the DECS-100 will
either shutdown or transfer to Manual mode. The Loss of Generator
Sensing LED willflash for5 seconds when the DECS-100 is powered
up following a loss of generator sensing shutdown.

Overexcitation Limiting

This LED lights when the field current exceeds the programmed
overexcitation limit. It stays lit until the overexcitation condition
ceases or the overexcitation time delay expires and the DECS-100
shuts down. The Overexcitation Limiting LED will flash for 5 seconds
when the DECS-100 is powered up following an overexcitation
limiting shutdown.

Var/P.F. Mode Active

This LED lights to indicate that the DECS-100 is operating in the
optional Var or Power Factor mode of control. Var/Power Factor
control is enabled through BESTCOMS software and when the 52J/K
contact inputis open.

Manual Mode Active

This LED lights when the DECS-100 is operating in Manual mode.
Manual mode is enabled through BESTCOMS software.

Underfrequency Active

This LED lights when the generator frequency decreases below the
underfrequency setpoint and the DECS-100 is regulating on the
selected volts per hertz curve.

COMMUNICATION PORT

The communication port is located on the rear panel and 'g Mzl & i
consists of a female RS-232 (DB-9) connector. The g - O0imim
communication port serves as an interface for programming § ]’L”“Hﬂw - EE? kd
(setup) of the DECS-100. Figure 2-2 illustrates the location of @ ) — @j
the communication port. E* O - E% &
— 3 |a
Programming requires a standard 9-pin serial communication N — —_— E;B I
cable connected between the DECS-100 and an IBM- — =7
compatible PC or handheld computer operating with Cl [ a0 = &3 ]
BESTCOMS software. BESTCOMS software is a Microsoft T — 30
Windows®-based communication software package that is m”,m&m . : E_ﬁ%
supplied with the DECS-100. A detailed description of ey e — (223
BESTCOMS software is provided in Section 5, BESTCOMS o WL = E:ﬁ [+
Software for the Windows® Operating System. &} O I_/ﬁ|r,,;ﬂg,%
Eﬁ O Pt
WARNING!
Lethal voltage is present at the rear panel when the unit is
energized. Rear panel connections should be made only
when the unit is de-energized.
. /

Figure 2-2. DECS-100
Communication Port Location
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SECTION 3 « FUNCTIONAL DESCRIPTION

INTRODUCTION

This section describes how the DECS-100 functions and explains its operating features. To ease
understanding, DECS-100 functions are illustrated in the block diagram of Figure 3-1. A detailed description
of each function block is provided in the paragraphs under the heading of DECS-100 Function Blocks.

DECS-100 operating features include four operating modes, four protective functions, startup provisions,
reactive droop compensation, underfrequency compensation, and optional voltage matching. A detailed
description of each operating feature is provided in the paragraphs under the heading of DECS-100
Operating Features.

POWER R
Input | ICI\?PUT » POWER
Power STAGE SUPPLY
Bus Ve-a —| GENERATOR Tg _Inte{nal
. » ZERO-CROSS ireuitry
Gen Ver — DETECTOR
Gen Ves —» ANALOG S
Line Is —»{ INPUT v 07-31-00
Accessory —»| CIRCUIT
VFIELD —P > POWER
IFELD — — AMPLIFIER—> Field
STAGE
Raise , MICROPROCESSOR
Lower —CONTACT
52 JJK —> INPUT > FRONT
52 /M —»{ CIRCUIT » PANEL
VmatcH —P LEDs
A
RCS(')Z,\i'Z p .| RELAY
PORT OUTPUT

Figure 3-1. Simplified DECS-100 Block Diagram

DECS-100 FUNCTION BLOCKS

The following paragraphs describe each of the function blocks illustrated in Figure 3-1. The function of each
block is explained along with the operation of all function block inputs and outputs.

Analog Input Circuits
Seven analog voltage and current inputs may be sensed and brought to the DECS-100 input.

Bus Voltage

C-phase and A-phase bus voltages are monitored at terminals B3 and B1 on units that include Voltage
Matching. Nominal voltages of up to 600 Vac may be sensed at these terminals. Voltage monitored at this
input is scaled and conditioned before being applied to the input of the analog-to-digital converter (ADC).
This bus voltage signal applied to the ADC is used to calculate the Rms value of the bus voltage across
phases C and A (Bus V_,).
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Generator Voltage

Generator voltage is monitored at terminals E1 (A-phase), E2 (B-phase), and E3 (C-phase). Nominal
voltages of up to 600 Vac may be sensed at these terminals. Voltage applied to these inputs is scaled and
conditioned before being applied to the input of the ADC. The voltage signal from phase C and A (V) of
the generator is used by the ADC to calculate the Rms value of generator voltage across phases C and A.
Likewise, the voltage signal from phase C and B (V) of the generator is used by the ADC to calculate the
Rms value of generator voltage across phases C and B. The Rms value of generator phase B to phase A
voltage (Vg.,) is calculated by the microprocessor from the phase C to phase A signal (V. ,)and the phase
C to phase B (V) signal.

Additionally, the generator phase C to phase A (V..,) signal is applied to afiltered zero cross detector circuit.
This signal is applied to the microprocessor and is used to calculate generator frequency.

Phase B Line Current

The phase B line current (IB) signal is developed through a customer supplied current transformer (CT) and
monitored through terminals CT1 and CT2. Depending on the option selected, current up to 1 ampere (style
number xx1) or 5 amperes (style number xx5) rms may be monitored at these terminals. The current
monitored at these terminals is scaled and conditioned by an internal current transformer and active circuitry
for use by the ADC. The signal applied to the ADC is used to calculate the rms value of phase B line current.

Additionally, the phase angle between phase B line current and phase C to phase A generator voltage is
calculated for use during Droop and Var/Power Factor operation.

Accessory Input (Auxiliary Adjust)

This input allows adjustment of the DECS-100 regulation setpoint by the application of a positive or negative
dc voltage across terminals A and B. Voltage from —3 to +3 Vdc may be applied to this input. The circuit
induces a 1,000-ohm burden on the dc source. The Application of a £3 Vdc signal corresponds to a +30
percent change in setpoint.

Field Voltage

Voltage (Vg p) across the regulator field output terminals, F+ and F—, is monitored, scaled, and
conditioned before being applied to the ADC. This signal is used to calculate the dc value of field voltage
for use in system protection.

Field Current

Current (I, o) through the main power output switch is converted to a proportional voltage level. This voltage
signal is scaled and conditioned before being applied to the input of the ADC. The result is used to calculate
the dc value of field current for use in the Manual mode of operation as well as protection of the system.

Contact Input Circuits

Five contact input circuits powered from an internal 13 Vdc power supply provide input control from user-
supplied, isolated, dry-type contacts.

Raise

Closing a contact across terminals 6U and 7 causes the active operating setpoint to increase. This function
is active as long as the contact is closed.

Lower

Closing a contact across terminals 6D and 7 causes the active operating setpoint to decrease. This function
is active as long as the contact is closed.

Var/Power Factor Control (52J/K) Option

Closing a contact across terminals 52J and 52K disables var/power factor control. An open contact enables
the DECS-100 to control the generator reactive power in either the var or the power factor mode. The
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contact has no effect when this function is not enabled in the software. For more information, refer to the
Parallel Generator Compensation (52L/M) contact input.

Parallel Generator Compensation (52L/M)

Closing a contact across terminals 52L and 52M disables parallel operation. An open contact enables
parallel operation and the DECS-100 operates in reactive droop compensation mode.

If the Var/Power Factor Control option is present and is enabled in the software, the 52J/K input has priority.
Therefore, if the 52J/K and the 52L/M inputs are both open, the system operates in var/power factor mode.

Voltage Matching Control Option

If the Voltage Matching option is enabled in the software, closing a contact across terminals VM and VMC
causes the DECS-100 to operate in the voltage matching mode. An open contact disables voltage matching.
Voltage matching is also disabled when either the 52J/K or 52L/M inputs are open.

RS-232 Communication Port

The communication port provides the interface for user programming (setup) of the DECS-100. Connection
is made to the female RS-232 (DB-9) connector with a user-supplied, standard 9-pin cable. The
communication port is optically isolated and is powered from a transformer-isolated supply.

Microprocessor

The microprocessor is the heart of the DECS-100 and performs measurement, computation, control, and
communication functions by the use of its embedded programming and the nonvolatile settings stored in its
memory.

Power Input Stage

Input power applied to terminals 3, 4, and 5 is rectified and filtered before being applied to the power
amplifier and the power supply. Input power may be single-phase or three-phase in the range of 88 to 250
Vac at a frequency of 50 to 400 hertz.

The input power source should be properly fused for the application.

Power Supply

The internal switch-mode power supply receives power from the power input stage and supplies power at
the required dc voltage levels to the internal circuitry of the DECS-100.

Power Amplifier Stage

The power amplifier receives power from the power input stage and supplies a controlled amount of power
to the exciter field via terminals F+ and F—. The amount of power supplied to the exciter field is based on
gating pulses received from the microprocessor. The power amplifier uses a solid state power switch to
provide the required power to the exciter field. Power amplifier output to the field is rated up to 63 Vdc at 7
Adc continuous and 135 Vdc at 15 Adc for 10 seconds.

Front Panel Indicators

Seven front panel LED indicators light to indicate various protective functions and operating modes. Section
2, Human-Machine Interface provides more information about the front panel indicators.

Relay Output

A common alarm output contact is provided through terminals AL1 and AL2. This normally open, form A
contact annunciates alarm or trip conditions. The relay output is non-latching.

DECS-100 OPERATING FEATURES

The following paragraphs describe the characteristics of each DECS-100 operating feature.

DECS-100 Functional Description 3-3



Operating Modes

The DECS-100 provides up to four modes of operation selectable through BESTCOMS software. Automatic
voltage regulation mode and Manual mode are standard features. Var and Power Factor modes are an
option.

Automatic Voltage Requlation Mode

In Automatic Voltage Regulation (AVR) mode, the DECS-100 regulates rms generator output voltage. This
is accomplished by sensing generator output voltage and adjusting dc output excitation current to maintain
voltage at the regulation setpoint. The regulation setpoint is adjusted by the Raise and Lower contact inputs,
the Accessory input, or through BESTCOMS software. The regulation point may also be modified by the
Droop function or the Underfrequency function under certain conditions.

Manual Mode

In Manual mode, also known as Field Current Regulation (FCR) mode, the DECS-100 maintains dc
excitation current at a setlevel. The current-level setpointis adjustable from 0to 7 Adc in 0.1 Adc increments
by the Raise and Lower contact inputs, the optional Accessory input, or through BESTCOMS software.

CAUTION
The Manual mode excitation level must be evaluated prior to enabling this

feature. If the level of excitation current is inappropriate for the generator,
severe damage to the generator may occur.

Var Control Mode (Optional)

In Var Control mode, the DECS-100 maintains generator vars (volt-amperes, reactive) at a set level when
paralleling with an infinite bus. The DECS-100 calculates generator vars by using the sensed generator
output voltage and current quantities. It then adjusts the dc excitation current to maintain vars at the setpoint.
Var control is enabled and disabled through BESTCOMS software. When the software is turned on, var
control is enabled or disabled through the Var/Power Factor Control (52J/K) contact input circuit. The var
setpointis adjustable from 100 percent absorb to 100 percent generate through the Raise and Lower contact
inputs, the optional Accessory input, or through BESTCOMS software.

Power Factor Control Mode (Optional)

In Power Factor Control mode, the DECS-100 maintains generator power factor at a set level when
paralleling with aninfinite bus. The DECS-100 calculates generator power factor using the sensed generator
output voltage and current quantities and then adjusts the dc excitation current to maintain power factor at
the setpoint. Power factor control is enabled or disabled through BESTCOMS software. When the software
is turned on, itis enabled or disabled through the Var/Power Factor Control (52J/K) contact input circuit. The
power factor setpoint is adjustable between 0.6 lag and 0.6 lead through the Raise and Lower contact inputs,
the optional Accessory input, or through BESTCOMS software.

Reactive Droop Compensation

The DECS-100 provides a reactive droop compensation feature to assist in the sharing of reactive load
during parallel generator operation. When this feature is enabled, the DECS-100 calculates the reactive
portion of the generator load using the sensed generator output voltage and current quantities and then
modifies the voltage regulation setpoint accordingly. A unity power factor generator load results in almost
no change in generator output voltage. A lagging power factor generator load (inductive) results in a
reduction of generator output voltage. A leading power factor generator load (capacitive) results in an
increase of generator output voltage. Droop is adjustable up to 10 percent with rated, nominal B-phase line
current (1 ampere or 5 amperes applied through terminals CT1 and CT2) and 0.8 power factor. The droop
feature is enabled and disabled through the Parallel Generator Compensation contactinput circuit (terminals
52L and 52M). Droop is also disabled when operating in var or power factor control modes.
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Underfrequency

When generator frequency drops below the selected knee frequency setpoint, the voltage setpoint is
automatically adjusted by the DECS-100 so that generator voltage follows the selected PU (per unit) V/Hz
curve. When operating on the selected PU V/Hz curve, the UNDERFREQUENCY ACTIVE indicator lights
on the front panel and in BESTCOMS. Underfrequency control is disabled below 12 hertz. The knee
frequency is adjustable from 40 to 65 hertz in 0.1 hertz increments and the PU V/Hz curve may be set at a
slope of 0 to 3 in 0.01 steps through BESTCOMS software. A slope of 0 effectively disables the
underfrequency function. The DECS-100 has a minimum regulation point of approximately 30 percent of the
nominal setpoint.

Protection

The DECS-100 includes four protective functions: overexcitation shutdown, generator overvoltage shutdown,
loss of generator sensing shutdown or transfer, and overexcitation limiting. Each function has a
corresponding front panel indicator that lights when the function is active. An active function is also
annunciated through BESTCOMS software.

Overexcitation Shutdown (Field Voltage)

This function is enabled or disabled through BESTCOMS software. When enabled, if field voltage exceeds
the adjustable field overvoltage setpoint for 10 seconds, the OVEREXCITATION SHUTDOWN indicator on
the front panel and in BESTCOMS lights, the relay output closes, and the DECS-100 shuts down. When the
DECS-100 is powered up following an overexcitation shutdown, the OVEREXCITATION SHUTDOWN
indicator will light for 5 seconds. The Field Overvoltage setpoint is adjustable from zero to 250 Vdc in integer
steps.

Generator Overvoltage Shutdown

The DECS-100 monitors the sensed generator output voltage. If it exceeds the adjustable Generator
Overvoltage setpoint of the nominal setpoint for 0.75 seconds, the GENERATOR OVERVOLTAGE indicator
lights on the front panel HMI and in BESTCOMS, the relay output closes, and the DECS-100 shuts down.
When the DECS-100 is powered up following a generator overvoltage shutdown, the GENERATOR
OVERVOLTAGE indicator will light for 5 seconds. The Generator Overvoltage setpoint is adjustable from
100 to 120 percent in integer steps.

Loss of Generator Sensing Shutdown or Transfer

The DECS-100 monitors the sensed generator output voltage and takes protective action if a loss of sensing
voltage is detected. A loss of sensing voltage is detected during the following conditions.

» The sensed voltage is less than 50 percent of the rated voltage (one-phase or three-phase sensing).

« Atotal loss of any phase occurs (three-phase sensing).

» The voltage difference between any phase (line-to-line) and the three-phase average exceeds 20
percent of nominal (three-phase sensing).

A time delay of zero to 25 seconds is adjustable through BESTCOMS software. This delays the protective
action in order to allow field forcing in applications that do not sense B-phase generator current. The default
time delay setting is 10 seconds.

BESTCOMS software allows the selection of one of two protective actions for a loss of sensing. Either a
complete shutdown or a transfer to Manual mode may be selected.

If shutdown is selected and a loss of sensing occurs, the LOSS OF GENERATOR SENSING indicator on
the front panel and in BESTCOMS lights, the relay output closes, and the DECS-100 shuts down after the
adjustable time delay expires. When the DECS-100 is powered up following a loss of generator sensing
shutdown, the LOSS OF GENERATOR SENSING indicator will light for five seconds. However, if the loss
of sensing conditions still exists, the DECS-100 will not shut down due to loss of sensing until the soft-start
time delay and the loss of sensing time delay expires.

If transfer to Manual is selected and a loss of sensing occurs, the relay output closes, and the DECS-100
transfers to the Manual mode of operation after the adjustable time delay expires. The DECS-100 will remain
in this mode of operation until switched via BESTCOMS. Prior to selecting transfer to Manual on loss of
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sensing, it is necessary to determine an appropriate Manual (FCR) mode setpoint level to be transferred to.
An inappropriate excitation level could result in severe damage to equipment.

This function is disabled when the frequency decreases below 12 hertz or when a generator short circuit
condition is detected. A generator short-circuit is determined when the B-phase CT current exceeds three
times the per unit value. Loss of sensing shutdown or transfer is not active during the soft-start time.

Overexcitation Limiting (Field Current)

The DECS-100 field current limit is adjustable from 0 to 15 amperes in 0.1 ampere increments with an
adjustable time delay that has a range of 0 to 10 seconds in 1 second increments. Both settings are made
through BESTCOMS software. When the overexcitation limitis exceeded, the OVEREXCITATION LIMITING
indicator on the front panel and in BESTCOMS lights. When the adjustable time delay expires, the relay
output closes and the DECS-100 shuts down. When the DECS-100 is powered up following overexcitation
limiting, the OVEREXCITATION LIMITING indicator will light for 5 seconds.

Soft Start

The DECS-100 also incorporates an adjustable soft start feature that controls the time for generator voltage
or field current to ramp to the regulation setpoint. The ramp rate is adjustable from 1 to 7,200 seconds in 1
second increments through BESTCOMS. The underfrequency feature is also active during soft start and
takes priority in control of the generator voltage in an effort to minimize voltage overshoot.

Voltage Matching (Optional)

Voltage matching is useful when the PT ratios in an application are not matched exactly. The DECS-100
voltage matching option automatically matches the rms generator output voltage with the rms bus voltage
prior to synchronizing. The DECS-100 compares and matches the generator voltage with the bus voltage
by adjusting the dc excitation current. As long as the values of generator and bus voltage (applies to the
DECS-100 voltage sensing inputs) are within the same range, voltage matching can be achieved. (Refer
to Section 1, General Information, Specifications for the four generator and bus sensing voltage ranges.) for
Voltage matching is automatically disabled if bus voltage is not within 10 percent of the nominal sensing
range selected. The voltage matching option is enabled and disabled through BESTCOMS software. When
enabled in BESTCOMS, voltage matching is enabled or disabled through external contacts connected to
the voltage matching contact input circuit. Using BESTCOMS to enter the generator PT ration and bus PT
ratio will automatically compensate for the offset. The voltage matching speed setting is adjustable from 1
to 300 seconds in 0.01 second increments.
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SECTION 4 ¢« INSTALLATION

GENERAL

DECS-100 Digital Excitation Control Systems are delivered in sturdy cartons to prevent shipping damage.
Upon receipt of a system, check the part number against the requisition and packaging list for agreement.
Inspect for damage, and if there is evidence of such, immediately file a claim with the carrier and notify the
Basler Electric Regional Sales Office, your Sales Representative or a Sales Representative at Basler
Electric, Highland, lllinois.

If the unit is not installed immediately, store it in the original shipping package in a moisture and dust free
environment.

MOUNTING

The DECS-100 is normally located in the generator conduit box. It is designed for behind the panel mounting
and requires a cutout for front panel viewing. Mounting hardware consists of six #12 thread-forming screws
that pass through mounting holes in the conduit box and thread into the plastic shell of the DECS-100. The
recommended torque range for the steel mounting screws is 4.07 to 4.52 newton-meters (36 to 40 inch-
pounds). The unit must be mounted where the ambient temperature does not exceed the allowable
environmental conditions called out in Section 1, General Information, Specifications. DECS-100 package
dimensions are shown in Figure 4-1. Cutout and drilling dimensions are shown in Figure 4-2. Drawing
dimensions are shown in inches and millimeters (in parenthesis).
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CONNECTIONS

DECS-100 connections are dependent on the application and excitation scheme. Incorrect wiring may result
in damage to the unit. Check the part number to ensure that you have the correct unit before connecting and

applying power.

NOTE

Be sure that the DECS-100 is hard-wired to earth ground with no smaller than
12 AWG copper wire attached to the ground terminal on the rear of the unit
case. When the unit is configured in a system with other devices, connect a
separate lead from the ground bus to each DECS-100 unit.

DECS-100 Terminations

DECS-100 units have two types of interface terminals (Figure 4-3). One type is quarter-inch, quick-connect
terminals and the other is a 9-pin DB9 connector. All terminals are located on the rear of the unit. The
quarter-inch, quick-connect terminal labels are located on the rear of the case. Wires performing common
functions, such as voltage sensing leads, should be grouped together. The 9-pin DB-9 type connector is
used for temporary interface with both IBM compatible PCs and hand-held computers.

Figure 4-3 shows the terminal connections located on the rear panel of the DECS-100. Except as noted
above, connections should be made with minimum wire size of 14 AWG.
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Bus Voltage Sensing Inputs (Optional)

The bus voltage sensing terminals are labeled B1 and B3. These terminals are used only on units that
include the Voltage Matching option. The bus input is not phase sensitive to generator sensing. Table 4-1
lists the terminal assignments for bus voltage sensing.

Table 4-1. Bus Voltage Sensing Terminals

Bus Voltage Phase Terminal

A B1

C B3

Generator Voltage Sensing Inputs

The generator voltage sensing terminals are labeled E1, E2, and E3. The DECS-100 comes equipped for
three-phase sensing as standard. Single-phase sensing is obtained by connecting the C-phase sensing
input to terminals E2 and E3. Table 4-2 lists the terminal assignments for three-phase and single-phase
generator voltage sensing.

Table 4-2. Generator Voltage Sensing Terminals

Generator

Sensing Phase Terminal

A E1
3-Phase B E2

C E3

A E1
1-Phase

C E2, E3

Phase B Line Current Sensing Input

Generator line current is stepped down through a user-supplied current transformer (CT). Secondary current
from that transformer is applied to terminals labeled CT1 and CT2.

Accessory Input
The accessory input voltage terminals are labeled A and B and accept a maximum signal of +3 Vdc.

Raise and Lower Contact Inputs

Remote setpoint adjustment may be accomplished by connecting a single-pole, double-throw (SPDT), spring
return, center-off switch to the terminals labeled 6U, 7, and 6D. To connect this switch, the center pole, or
common terminal, must be connected to terminal 7. The other two terminals are connected to terminals 6U
and 6D.

This remote adjust switch may be mounted up to 150 feet away from the DECS-100 when using twisted,
shielded cable. Only dry, ungrounded switching contacts should be applied to the Raise and Lower contact
inputs.

Var/Power Factor Control Contact Input (Optional)
A customer-supplied enable/disable contact for this function connects to the terminals labeled 52J and 52K.

Only dry, ungrounded switching contacts should be applied to the Var/Power Factor Control contact input.
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Parallel Generator Compensation
A customer-supplied enable/disable contact for this function connects to the terminals labeled 52L and 52M.

Only dry, ungrounded switching contacts should be applied to the Parallel Generator Compensation contact
input.

Parallel Control and Var/PF Control Inputs

User-supplied contacts at terminals 52L and 52M determine whether AVR or Droop mode is active.
Terminals 52L and 52M typically connect to a 52b auxiliary contact of the generator breaker. User-supplied
contacts at terminals 52J and 52K control whether var or power factor correction is active or disabled.
Terminals 52J and 52K typically connect to the auxiliary contacts of the utility tie breaker. Table 4-3 lists the
operating modes achieved for the different 52L/M and 52J/K contact states. A closed state indicates a
continuous contact closure and an open state indicates a continuous open-circuit.

Table 4-3. 52L/M and 52J/K Control Modes

Control Mode 52L/M 52J/K
AVR mode active, no droop, optional var/PF mode disabled closed closed
Droop mode active, optional var/PF mode disabled open closed
Var/PF mode active open open

Voltage Matching (Optional)
A customer-supplied enable/disable contact for this function connects to the terminals labeled VM and VMC.

Only dry, ungrounded switching contacts should be applied to the Voltage Matching contact input.

Power Supply Inputs

Power input terminals are labeled 3, 4, and 5. Single-phase or three-phase power may be applied. Single-
phase power may be applied to any two of the three terminals.

Chassis Ground
The chassis ground terminal is labeled GND.

Power (Field) Output
The field output terminals for connection to the generator exciter field are labeled F+ and F—.

Relay Output (Alarm)
The common alarm relay output contact may be accessed at the terminals labeled AL1 AND AL2.

Communication Port

The RS-232 port on the rear panel uses a DB-9
female connector. Figure 4-4 lllustrates the pin IXD

assignments of the communication portand Table 4-4 Y i 7
Identifies the RS-232 connector pin functions. A 600606006 ié
standard communication cable terminated witha DB-9 0000 g s

male connector is used for PC interface with the
DECS-100 as shown in Figure 4-4.

Figure 4-4. RS-232 Port Pin Assignments
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Table 4-4. Communication Port Pin Functions

Pin Function Name Direction
1 N/C — N/A
2 Transmit Data TXD From DECS-100
3 Receive Data RXD To DECS-100
4 N/C — N/A
5 Signal Ground GND N/A
6 N/C — N/A
7 N/C — N/A
8 N/C — N/A
9 N/C — N/A
9-Pin PC-AT To DECS-100 25-Pin PC-XT To DECS-100
Male DB-9 Female DB-9 Male DB-25 Female DB-9
pcp [1] 1] 1]
RXD |2 | 2] TXD RX |3 2| TXD
TXD | 8] 13| RXD ™X |2 3| RXD
DTR |4 4 | 4 ]
GND |5 | 5| GND GND [7] 5| GND
DSR [6 | 6| 6]
RTS |7 7 ) 7
cTs (8] 5 ete00 .
RI E E N.C. E N.C.
9-Pin PC-AT Male DB-9 to 25-Pin PC-XT Male DB-25 to
DECS-100 Female DB-9 DECS-100 Female DB-9

Figure 4-5. Personal Computer to DECS-100 Connections

DECS-100 Connections for Typical Applications

Figures 4-6 through 4-9 illustrate typical applications using the DECS-100. Figure 4-6 shows an application
where DECS-100 operating power is derived from a permanent magnet generator (PMG) and three-phase
voltage sensing is applied to the DECS-100. Figure 4-7 shows another PMG application but with single-
phase voltage sensing. Figure 4-8 shows an application where DECS-100 operating power is derived from
the generator output (shunt application) and three-phase voltage sensing is applied to the DECS-100. Figure
4-9 shows another shunt application but with single-phase sensing.

Figure 4-10 shows a typical connection diagram for two paralleled generators operating in cross-current
compensation (reactive differential) mode. The resistors shown have a value of 0.1 ohms. This is a typical
value that can be used to set the burden. (Ensure that the resistor power rating is adequate for the
installation.)

INSTALLATION FOR CE COMPLIANCE

The following paragraphs describe the mounting and wiring requirements for a CE (European Community)
compliant installation.

Mounting

The DECS-100 must be mounted inside a grounded, metal enclosure (conduit box). An access panel should
cover the opening for the front panel display.
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Wiring
Wiring connected to the terminals listed below must be shielded. Each shield should be terminated to ground
on the outside of the conduit box.

e Current sensing terminals CT1 and CT2

+ Relay output terminals AL1 and AL2

» Var/Power Factor control contact input terminals 52J and 52K
» Parallel generator compensation terminals 52L and 52M

» Raise and lower contact input terminals 6U, 6D, and 7

» Accessory input voltage terminals A and B

» Voltage matching contact input terminals VM and VMC

4-8 DECS-100 Installation
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Figure 4-10. Cross-Current (Reactive Differential) Connections

PRELIMINARY SETUP

WARNING!

Lethal voltage is present at the rear panel when the unit is energized. Rear
panel connections should be made only when the unit is de-energized.

Before starting the generator and DECS-100 for the first time, proceed as follows.

1. Tag and disconnect all wiring to the DECS-100. Be sure to insulate the wire terminals to prevent a
short circuit.

2. Start the prime mover and perform all engine governor adjustments.
3. After all initial governor adjustments have been made, shut down the prime mover.

4. Connect only the DECS-100 power input terminals to an auxiliary power source in the specified
power input range.

5. Perform all initial DECS-100 settings by connecting a PC or handheld operating with BESTCOMS to
the rear communication port of the DECS-100 and save all new settings.

Remove power from the DECS-100.
Connect the rest of the DECS-100 leads using the tagged identification.
Start the prime mover/generator and perform the final adjustments at rated speed and load.

After the initial startup, the DECS-100 should not require any further adjustments unless there is a
change in the system.

© © N o

ADJUSTMENTS

All adjustments are made using external switching, or with BESTCOMS software via the rear panel
communication port. See Sections 5 and 6 for more information regarding setting adjustments with
BESTCOMS software.
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SECTION 5« BESTCOMS SOFTWARE FOR THE
WINDOWS® OPERATING SYSTEM

INTRODUCTION

BESTCOMS-DECS100 software provides the communication link between the DECS-100 and the user. All
DECS-100 settings are entered through BESTCOMS and all metering values (updated about once every
second) are read through BESTCOMS. PID (Proportional + Integral + Derivative) software within
BESTCOMS enables the user to establish proper PID parameters based on a specified generator and/or
exciter time constants. Within BESTCOMS, DECS-100 settings can be saved in a computer file and used
later to configure other units with the same settings.

INSTALLATION

BESTCOMS-DECS100 software operates with IBM compatible personal computers (PCs) using Microsoft®
Windows® 95, Windows® 98, or Windows NT® operating systems. The minimum recommended operating
requirements are listed below.

+ IBM compatible PC, 486DX2 or faster (100 MHz or higher microprocessor is recommended)
+ CD-ROM Drive
+ One available serial port

Installing BESTCOMS-DECS100

BESTCOMS-DECS100 software contains a setup utility that installs the program on your PC. An uninstall
utility is loaded with the program that can be used to remove BESTCOMS from your PC if desired. Use the
following procedure to install BESTCOMS-DECS100.

1. Insert the CD-ROM into the PC CD-ROM drive.

2. When the DECS-100 Setup and Documentation CD menu appears, click the Install button for the
BESTCOMS PC Program. The setup utility automatically installs BESTCOMS-DECS100 on your PC.

When BESTCOMS is installed, a Basler Electric
folder is added to the Windows® program menu.
This folder is accessed by clicking the Start
button and pointing to Programs. Asiillustrated in ) )
Figure 5-1, the Basler Electric folder contains Figure 5-1. Basler Electric Folder Contents
icons forthe BESTCOMS-DECS100 program and

a utility to remove BESTCOMS.

Basler Electric 4 BESTCOMS-DECS100-32
&% BESTCOMS-DECS100-32 Urinstall

Connecting the DECS-100 and PC

Connect a communication cable between the rear RS-232 connector of the DECS-100 and the appropriate
communication port of the PC. Refer to Figure 2-2 for the location of the DECS-100 RS-232 connector and
Figure 4-5 for the required connections between the DECS-100 and a PC.

STARTING BESTCOMS

BESTCOMS is started by clicking the Windows® Start button, pointing to Programs, the Basler Electric
folder, and then clicking the BESTCOMS-DECS100 icon. At startup, a dialog box with the program title and
version number is displayed briefly (Figure 5-2). After this dialog box is displayed, the System Configuration
screen is displayed (Figure 5-3).

DECS-100 BESTCOMS for Windows® OS 5-1



P0015-25
01-15-03

Basler

=)

Basler Electric
Digital Excitation Control System

BESTCOMS-DECS100-32
Version X. XX. XX

Copyright® 2003 Basler Electric

Figure 5-2. BESTCOMS Title and Version

Establishing Communication

Communication between BESTCOMS and the
DECS-100 must be established before viewing
metering values or reading or changing settings.
BESTCOMS screen settings are updated only
after communication is opened or the
communication settings have been changed.

Open the DECS-100 communication port by
clicking on Communications on the menu bar,
hovering the mouse pointer over Open Comm
Port, and clicking RS-232 Port. Figure 5-4
illustrates the menu selections for opening the
DECS-100 communication port.

BESTCOMS-DECS100-32 - System Configuration
Flle Communications Screens DECSLoad Help

&

System Settings |

@ ALARM SIGNAL

Regulator Sensing Voltage 5
Sensing Voltage 8! g Voltage 09 Gopovutor PT Ratio——
Thiee Single 120
 Phase  © Phase 1
Regrlator Sensing Current (1)
r Limiter Mode 5 - Generator CT Ratie
™ None o OEL Varsion Numbers 1
PC indows Software
1.02.00
- Bus PT Ratio
Generator Frequency DECSA0
© 5)Hz & B0Hz [Temce 1

Figure 5-3. System Configuration Screen

BESTCOMS-DECS5100-32 - System Configuration

M Screenz  Help

Gain Analyziz | Protectic

Figure 5-4. Communication Port Menu Selection

When RS-232 Port is selected, the Password dialog box of Figure 5-5 appears and prompts you to enter
a password. Each DECS-100 is delivered with “decs” as the default password. See the Password Protection
sub-section for information about changing the password.

After the correct password is entered, the Communication Initiation screen of Figure 5-6 is displayed. Select
Comm 1, Comm 2, Comm 3, or Comm 4 as the active communication port on your PC and click the Initialize
button. BESTCOMS initializes communication by obtaining the configuration settings from the DECS-100.

Type your access Password
and then press Enter

||— Lancel |

Figure 5-5. Password Dialog Box

Comm Port C ication Settings
' Comm 1 BaudRate Py  DataBits Stop Bit
& Comm 2
" Comm 3 4800 Mo Parity 8 1
" Comm 4

LCanzel |

Figure 5-6. Communication Initiation Screen

NOTE

BESTCOMS may display the dialog box of Figure
5-7 when initializing DECS-100 communication,
obtaining DECS-100 configuration settings, or
performing other tasks. It's important to wait until
the box disappears before trying to execute
communication commands. Issuing commands
while the Wait dialog box is present may disrupt
communication between BESTCOMS and the
DECS-100.

W Aeading from DECS-1000

Please wait ...

Figure 5-7. Wait Dialog Box
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CHANGING SETTINGS
Settings are arranged into six groups.

« System Configuration e Analysis
»  Setting Adjustments » Protection/Relay
e Control Gain e Metering/Operation

Each setting group has a corresponding button (shown in Figure 5-3) that can be selected to access that
group of settings. The six setting groups can also be accessed by clicking Screens on the menu bar and
then selecting the desired setting group from the list. Once a setting group is accessed, the individual
settings of the group can be viewed and changed.

A setting is changed by clicking within the setting field and typing the new setting. The range limits of a
setting can be viewed by double-clicking the setting. Once all desired setting changes have been made on
a setting group screen, the settings must be sentto the DECS-100 before viewing other screens. Otherwise,
the settings changes will be lost. Settings changes can be sent to the DECS-100 by clicking the
SendToDECS button. Settings can also be sentto the DECS-100 by clicking Communications onthe menu
bar and clicking Send To DECS.

SENDING AND RECEIVING SETTINGS

When communication is enabled, DECS-100 settings can be sent or received through BESTCOMS.

Sending Settings

Settings changes are sent to the DECS-100 by clicking the SendToDECS button. This causes the selected
setting displayed on the current settings screen to become the DECS-100 setting. Settings can also be sent
to the DECS-100 by clicking Communications on the menu bar and clicking Send To DECS. Additionally,
a setting can be sent by pressing the Enter key after the new value is typed in. The SendToDECS button
must be clicked or the Enter key must be pressed after each setting change to ensure that all settings are
sentto the DECS-100. See Saving Settings to DECS-100 Memory for information about retaining DECS-100
settings after operating power is removed.

Receiving Settings

DECS-100 settings are retrieved by clicking the GetFromDECS button. This causes the current settings of
the DECS-100 to be displayed on the settings screen. Settings can also be received from the DECS-100
by clicking Communications on the menu bar and clicking Get From DECS.

Saving Settings to DECS-100 Memory

Settings are saved in nonvolatile memory (EEPROM). In the event of a power loss, these are the settings
that are active at power up. If settings are changed and sent to the DECS-100, but not sent to EEPROM,
the changed settings are lost if DECS-100 operating power is lost. When exiting BESTCOMS or closing
communication, you are asked if you want to save the settings to EEPROM. This question is asked even
if no settings changes were made.

When communication is enabled, setting changes are saved to EEPROM by clicking the EEPROM button.
The opportunity to save settings to EEPROM is also given through a dialog box when exiting BESTCOMS
or closing communication.

SETTING DEFINITIONS

Each of the six setting groups has a corresponding BESTCOMS screen. The settings of each screen are
categorized by one or more tabs. In the following paragraphs, settings are arranged and defined according
to the organization of the BESTCOMS screens and tabs.

System Configuration

The System Configuration screen consists of one tab labeled System Settings. Click the Configure button
to access the System Configuration screen or click Screens on the menu bar and click System
Configuration.

DECS-100 BESTCOMS for Windows® OS 5-3




System Settings

System settings are shown in Figure 5-8 and are described in the following paragraphs.

BESTCOMS-DECS5100-32 - System Configuration

File  Communications Screens DECSLoad Help

O & ]
== Configure | Setings | Gain | Analyzis | Protection| Metering | SendToDECS GetFromDECSll 1 ) EEFRE
System Settings | ® ALARM SIGNAL
~ Regulator Sensing Vollage — .
- Sensing Voltage & e Voltaga (V) voyprentor PT Ratio——
Three = Single I 120
L Phaze L Phase I 1
— Regulator Sensing Current {4)
imiter Mode [ 5 - Generator CT Ratio——
¢ Mone % DEL ~ Version Numbers —————— I 1
r— PCwWindaws Softvare —
I 1.02.00
_ . Eus PT Ratio
Generator Fredguency e
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Figure 5-8. System Configuration Screen

Sensing Voltage. This setting is used to configure the DECS-100 for either single-phase or three-phase
sensing voltage.

Generator Frequency. This setting is used to select a nominal system operating frequency of 50 hertz or 60
hertz.

Limiter Mode. Selecting OEL enables the DECS-100 Overexcitation Limiter and selecting None disables it.

Regulator Sensing Voltage (V). The nominal, ac generator voltage obtained from the generator sensing
transformer is entered in this setting field. Voltages within the ranges of 100 to 140 Vac, 200 to 280 Vac, or
400 to 560 Vac may be entered in 0.1 Vac increments. A setting of 600 Vac is also possible.

Regulator Sensing Current (A). This setting field reads and displays the nominal output of the current
transformer (CT) that supplies the DECS-100 with B-phase generator line current. This value (1 or 5) must
be manually entered for units with a firmware version lower than 1.12.01.

Version Numbers. These two version numbers are read-only. They indicate the BESTCOMS software
version and the DECS-100 embedded software version. If a DECS-100 version number is not shown, then
the PC and BESTCOMS has not communicated with the DECS-100. The DECS-100 version number is
indicated only when communication between the DECS-100 and BESTCOMS occurs.

Generator PT Ratio. The ratio of the generator sensing transformer is entered in this setting field. This ratio
allows the voltage displayed through BESTCOMS to match the actual generator output voltage. A ratio of
1 to 150 may be entered in increments of 0.01.

Generator CT Ratio. The ratio of the generator B-phase current transformer is entered in this setting field.
This ratio allows the current displayed by the DECS-100 to match the actual B-phase generator output
current. A ratio of 1 to 1000 may be entered in increments of 0.1.

Bus PT Ratio. This setting field is used to enter the bus potential sensing transformer ratio. This ratio allows
the bus voltage to be displayed through BESTCOMS. A ratio of 1 to 150 may be entered in 0.01 increments.
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Setting Adjustments
The Setting Adjustments screen consists of two tabs: Setpoint and Startup.

Setpoint Tab

The Setpoint tab settings of the Setting Adjustments screen are shown in Figure 5-9. Each setting of the
Setpoint tab is described in the following paragraphs.
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Figure 5-9. Setting Adjustments Screen, Setpoint Tab

Automatic Voltage Regulator (AVR) - AVR Setpoint (V). This setting field is used to enter the desired
generator output terminal voltage. The AVR setpoint value range depends on the regulator sensing voltage
and band setting.

Fine Voltage Adjustment - Band Setting (%). The Band Setting determines the minimum and maximum
adjustment allowed to the AVR Setpoint (as a percentage of the Regulator Sensing Voltage setting (see
Figure 5-8)). Band Setting values are entered as a percentage of the regulator sensing voltage setting over
a range of 0 to 15 percent in 0.1 percent increments.

Droop - Setpoint (%). This setting controls the reactive droop compensation feature of the DECS-100. The
setpoint value determines the amount of change permitted in the generator voltage setpoint when the
DECS-100 responds to a reactive load. The setpoint value is adjustable from 0 to 10 percent in increments
of 0.01 percent. The setpoint is based on a 0.8 power factor load.

Field Current Regulator (FCR) - FCR Setpoint (A). This setting defines the field current setpoint when
operating in Manual mode. The FCR Setpoint field accepts a value of 0 to 7 Adc in increments of 0.01 Adc

Reactive Power Control (VAR) - VAR Setpoint (% of rated). The VAR Setpoint determines the level of
generator vars maintained by the DECS-100 when operating in Var Control mode. Values from -100 to +100
percent in 1.0 percent increments may be entered in the VAR Setpoint field.

Power Factor Control (PF) - PF Setpoint. The PF Setpoint determines the level of generator power factor
maintained by the DECS-100 when operating in Power Factor Control mode. PF Setpoint values are
adjustable from -0.6 to -1 (1) or 0.6 to +1 in 0.001 increments.

Startup Tab

The Startup-tab settings of the Setting Adjustment screen are shown in Figure 5-10. Each setting of the
Startup tab is described in the following paragraphs.
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Figure 5-10. Setting Adjustments Screen, Startup Tab

Startup Control - Gen Soft Start Time (sec). This setting defines the time limit for the generator soft-start
voltage ramp time. The soft-start time minimizes generator voltage overshoot and can be set from 1 to 7,200
seconds in 1 second increments.

Voltage Matching - Speed (sec). This setting determines how quickly the generator voltage is adjusted by
the DECS-100 to match the bus voltage. The Speed setting is adjustable from 1 to 300 seconds in 0.01
increments.

Underfrequency Setting - Corner Frequency (Hz). The Corner Frequency setting defines the value of
frequency that causes the DECS-100 to adjust the voltage setpoint so that the generator voltage follows the
selected volts per hertz slope. A value of 40 to 65 hertz can be entered in this setting field in 0.01
increments.

Underfrequency Setting - Slope (Volts/Hz). The slope for generator underfrequency protection is selected
with this per-unit setting. A slope setting of 0 to 3.00 can be entered in increments of 0.01.

Control Gain

The Control Gain screen consists of one tab labeled Control Gain. Click the Gain button to access the
Control Gain screen or click Screens on the menu bar and click Control Gain.

Control Gain Tab
Control gain settings are shown in Figure 5-11 and are described in the following paragraphs.

Stability Range. This setting selects one of 20 preset stability ranges within the DECS-100. A guide for
selecting the stability range is provided in Table 5-1. A setting of 21 enables the entry of custom stability
settings through the BESTCOMS PID window. Information about the PID window is provided later under the
heading of PID Window. When the Stability Range is set at 21, the PID button may be selected to access
the PID window. A Stability Range setting of 1 through 20 disables the PID button and prevents access to
the PID window.

AVR/FCR - Proportional Gain KP. This setting selects the proportional constant (KP) stability parameter. The
DECS-100 supplies a value that is equivalent to KP multiplied by the error between the voltage setpoint and
the actual generator output voltage. KP values of 0 to 1,000 may be entered in increments of 0.01.

Observe the following guidelines when tuning the KP value. If the transient response has too much
overshoot, then KP should be decreased. If the transient response is too slow, then KP should be increased.
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Figure 5-11. Control Gain Screen

Table 5-1. DECS-100 Stability Range Settings

Generator Time Constants Stability
Size Generator (T'do) Exciter (Texc) Range

SMALL 1.0 0.17 1
A 15 0.25 2
2.0 0.33 3

25 0.42 4

3.0 0.50 5

35 0.58 6

4.0 0.67 7

4.5 0.75 8

5.0 0.83 9

5.5 0.92 10

6.0 1.00 11

6.5 1.08 12

7.0 1.17 13

7.5 1.25 14

8.0 1.33 15

8.5 1.42 16

9.0 1.50 17

9.5 1.58 18

Y 10.0 1.67 19
LARGE 10.5 1.75 20
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AVR/FCR - Integral Gain Kl. This setting selects the integral constant (KI) stability parameter. The
DECS-100 supplies a value that is equivalent to KI multiplied by the integral of the error between the voltage
setpoint and the actual generator output voltage. Kl values of 0.01 to 1,000 may be entered in increments
of 0.01.

Increasing the value of Kl decreases the time required to reach steady state.

AVR/FCR - Derivative Gain KD. This setting selects the derivative constant (KD) stability parameter. The
DECS-100 provides an output value that is equivalent to KD multiplied by the derivative of the error between
the voltage setpoint and the actual generator output voltage. KD values of 0 to 1,000 may be entered in
increments of 0.01.

Increasing the value of KD reduces transient response ringing.

AVR/FCR - AVR<=Loop Gain Kg=>FCR. This setting adjusts the loop-gain level of the PID algorithm. Loop
Gain values of 0 to 1,000 may be entered for AVR and FCR operation in increments of 0.01.

VAR/PF - PF Integral Gain KI. This setting adjusts the integral gain and determines the characteristic of the
DECS-100 dynamic response to a changed PF setting. PF Kl values of 0 to 1,000 may be entered in
increments of 0.01.

VAR/PF - Var Integral Gain KI. This setting adjusts the integral gain and determines the characteristic of the
DECS-100 dynamic response to a changed var setting. Var Kl values of 0 to 1,000 may be entered in
increments of 0.01.

VAR/PF - VAR<=Loop Gain Kg=>PF. This setting adjusts the loop-gain level of the PI algorithm for var or
power factor control. Loop Gain values of 0 to 1,000 may be entered for var and power factor operation in
increments of 0.01.

OEL - Integral Gain KI. This setting controls the rate at which the DECS-100 responds during an
overexcitation event. Kl values of 0 to 1,000 may be entered in increments of 0.01.

OEL - Loop Gain Kg. This setting adjusts the coarse loop-gain level of the PID algorithm for the
over-excitation limiting function. Loop Gain values of 0 to 1,000 may be entered in increments of 0.01.

Analysis

Click the Analysis button or click Screens on the Menu bar and click Analysis to view the Analysis screen.
The Analysis screen consists of four tabs: VAR, PF, AVR, and FCR. Each of the tabs displays four metered
sensing values and has five alarm signal indicators. Metered sensing values include Vrms (rms voltage),
Ifd (dc field current), reactive power (vars), and power factor (PF). Alarm signal indicators include
Overexcitation Shutdown, Generator Overvoltage, Loss of Generator Sensing, Overexcitation Limiting, and
Underfrequency Active.

The operating status and control mode of the DECS-100 determine which tabs of the Analysis screen are
enabled and can be accessed by the user. Table 5-2 lists the DECS-100 operating status and control modes
that enable the four tabs of the Analysis screen.

Table 5-2. Analysis Screen Tab Combinations

Control mode and operating status selections are made at the Operation tab of the BESTCOMS Metering

Control Mode Operating Status Tab Enabled
AVR OFF AVR
AVR PF AVR, PF
AVR VAR AVR, VAR
FCR N/A FCR

screen and are discussed later in this section.
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AVR Tab

Figure 5-12 illustrates the settings, sensing values, and alarm signal indicators of the AVR tab. The settings
of the AVR tab make it possible to increment and decrement the AVR setpoint of the DECS-100.The sensing
values and alarm signal indicators of the AVR tab are also displayed by the other tabs of the Analysis
screen.
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Figure 5-12. Analysis Screen, AVR Tab

Voltage Step Response - AVR Setpoint (V) (Nominal). This read-only field indicates the AVR setpoint. (The
AVR setpoint is set by using the Setpoint tab of the Setting Adjustments screen). The voltage displayed in
the AVR Setpoint field is selected by clicking the adjacent button. Clicking this button sends the AVR
Setpoint value to the DECS-100 and changes the color of the button from gray to red.

Voltage Step Response - Increment of AVR Setpoint (V). These two fields indicate the increase that occurs
to the AVR setpoint when the corresponding Increment button is clicked. The "% increase" field is used to
set and indicate the percentage that the AVR setpointis increased when the Increment button is clicked. The
"AVR Setpoint =" field indicates the value of voltage that corresponds to the “% increase” field. Any setpoint
value within range or higher than the setpoint value can be typed into the “AVR Setpoint ="field, which
updates the “% increase” field. The AVR setpoint changes to this value when the adjacent button is clicked.
When clicked, the Increment button changes from gray to red to indicate that the AVR setpoint has increased
to the value in the “AVR Setpoint =" field.

Voltage Step Response - Decrement of AVR Setpoint (V). These two fields indicate the change that will
occur to the AVR setpoint when the corresponding Decrement button is clicked. The "% decrease" field is
used to set and indicate the percentage (0 to 10%) that the AVR setpoint is decreased when the Decrement
button is clicked. The "AVR Setpoint =" field indicates the value of voltage that corresponds to the "%
decrease" field. Any setpoint value within range or lower than the setpoint value can be typed into the “AVR
Setpoint =" field, which updates the “% decrease” field. The AVR setpoint changes to this value when the
adjacent button is clicked. When clicked, the Decrement button changes from gray to red to indicate that the
AVR setpoint has decreased to the value in the “AVR Setpoint =" field.

Voltage Step Response - Meter Value. This field and the dial pointer indicate the value of the selected AVR
setpoint. When the AVR setpoint is changed by clicking the increment, decrement, or setpoint button, the
meter value field and dial pointer indicate the new setpoint value. A new AVR setpoint can be typed directly
into the Meter Value field or selected by dragging the dial pointer to the desired value. The new value is sent
to the DECS-100 by clicking the Send button.
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FCR Tab

Figure 5-14 illustrates the settings, sensing values, and alarm signal indicators of the FCR tab. The settings
of the FCR tab make it possible to increment and decrement the FCR setpoint of the DECS-100. The
sensing values and alarm signal indicators of the FCR tab are also displayed by the other tabs of the
Analysis screen.
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Figure 5-14. Analysis Screen, FCR Tab

Field Current Step Response - FCR Setpoint (A). This read-only field indicates the FCR setpoint. (The FCR
setpointis set by using the Setpoint tab of the Setting Adjustments screen). The current displayed in the FCR
Setpoint field is selected by clicking the adjacent pushbutton. Clicking this button sends the FCR Setpoint
value to the DECS-100 and changes the color of the pushbutton from gray to red.

Field Current Step Response - Increment of FCR Setpoint (A). These two fields indicate the increase that
occurs to the FCR setpoint when the corresponding Increment button is clicked. The "% increase" field is
used to set and indicate the percentage (0 to 10%) that the FCR setpoint is increased when the Increment
button is clicked. The "FCR Setpoint =" field indicates the value of current that corresponds to the “%
increase” field. Any setpoint value within range or higher than the setpoint value can be typed into the “FCR
Setpoint =" field, which updates the “% increase” field. The FCR setpoint changes to this value when the
adjacent button is clicked. When clicked, the Increment button changes from gray to red to indicate that the
FCR setpoint has increased to the value in the “FCR Setpoint =" field.
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Field Current Step Response - Decrement of FCR Setpoint (A). These two fields indicate the change that
will occur to the FCR setpoint when the corresponding Decrement button is clicked. The "% decrease” field
is used to set and indicate the percentage that the FCR setpoint is decreased when the Decrement button
is clicked. The "FCR Setpoint =" field indicates the value of current that corresponds to the "% decrease"
field. The FCR setpoint changes to this value when the adjacent button is clicked. When clicked, the
Decrement button changes from gray to red to indicate that the FCR setpoint has decreased to the value
in the "FCR Setpoint =" field.

Field Current Step Response - Meter Value. This field and the dial pointer indicate the value of the selected
FCR setpoint. When the AVR setpoint is changed by clicking the increment, decrement, or setpoint button,
the meter value field and dial pointer indicate the new setpoint value. A new FCR setpoint can be typed
directly into the “Meter Value” field or selected by dragging the dial pointer to the desired value. The new
value is sent to the DECS-100 by clicking the Send button.

Field Current Step Response - Current Setpoint. The
active DECS-100 setpoint (adjusted by using any of the

previously mentioned methods) is displayed in this Returm ta FCR Mominal Setpaint -
field. To return the FCR setpoint to the nominal setting, _ _ "
the button adjacent to the “FCR Setpoint (A) (Nominal)” Click %YES to return to Mominal Setpoint @ 1 Amps.

. . \ . Click MO to remain at Current Setpaint @ 1.7 Amps.
field should be clicked. If the FCR tab is left to view P ¢

other tabs or screens without returning the FCR

setpoint to nominal, the dialog box of Figure 5-15 Ll
appears. The FCR setpoint is returned to nominal by

clicking Yes. The AVR setpoint is maintained at the Figure 5-15. FCR Setpoint Dialog Box
current value by clicking No.

PE Tab

Figure 5-16 illustrates the settings, sensing values, and alarm signal indicators of the PF tab. Each setting
of the PF tab is described in the following paragraphs.
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Figure 5-16. Analysis Screen, PF Tab

Power Factor Step Response - Power Factor Setpoint (Nominal). This read-only field indicates the PF
setpoint. (The PF setpoint is set by using the Setpoint tab of the Setting Adjustments screen.) The value
displayedinthe FCR Setpointfield is selected by clicking the adjacent pushbutton. Clicking this button sends
the PF setpoint value to the DECS-100 and changes the color of the pushbutton from gray to red.
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Power Factor Step Response - Increment of PF Setpoint. This field indicates the new PF setpoint that is
established when the corresponding increment button is clicked. Any setpoint value within range or higher
than the existing setpoint value can be typed into the “Increase PF Setpoint =" field. The PF setpoint
changesto this value when the adjacent button is clicked. When clicked, the Increment button changes from
gray to red to indicate that the PF setpoint has increased to the value in the “Increase PF Setpoint =" field.

Power Factor Step Response - Decrement of PF Setpoint. This field indicates the new PF setpoint that is
established when the corresponding decrement button is clicked. Any setpoint value within range or lower
than the existing setpoint value can be typed into the “Decrease PF Setpoint =" field. The PF setpoint
changes to this value when the adjacent button is clicked. When clicked, the Decrement button changes
from gray to red to indicate that the PF setpoint has decreased to the value in the “Decrease PF Setpoint ="
field.

Power Factor Step Response - PF Value. This field and the dial pointer indicate the value of the selected
PF setpoint. When the PF setpoint is changed by clicking the increment, decrement, or setpoint button, the
meter value field and dial pointer indicate the new setpoint value. A new PF setpoint can be typed directly
into the “PF Value” field or selected by dragging the dial pointer to the desired value. The new value is sent
to the DECS-100 by clicking the Send button.

Power Factor Step Response - Current Setpoint. The
active DECS-100 setpoint (adjusted by using any of the
previously mentioned methods) is displayed in this
field. To return the PF setpoint to the nominal setting,
the button adjacent to the PF Setpoint (Nominal) field
should be clicked. If the PF tab is left to view other tabs
or screens without returning the PF setpointto nominal,
the dialog box of Figure 5-17 appears. The PF setpoint
is returned to nominal by clicking Yes. The PF setpoint
is maintained at the current value by clicking No.
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Click YES b return to Mominal Setpoint ; 1
Click MO ta remain at Current Setpoint ;

= No |

Figure 5-17. PF Setpoint Dialog Box
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VAR Tab

Figure 5-18 illustrates the settings, sensing values, and alarm signal indicators of the VAR tab. Each setting
of the VAR tab is described in the following paragraphs.
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Figure 5-18. Analysis Screen, VAR Tab
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Reactive Power Step Response - VAR Setpoint (%) (Nominal). This read-only field indicates the var setpoint.
(The var setpoint is set by using the Setpoint tab of the Setting Adjustments screen.) The value displayed
in the “VAR Setpoint” field is selected by clicking the adjacent button. Clicking this button sends the var
setpoint value to the DECS-100 and changes the color of the pushbutton from gray to red.

Reactive Power Step Response - Increment of VAR Setpoint (%). This field indicates the increase that
occurs to the FCR setpoint when the corresponding Increment button is clicked. The “Increase VAR
Setpoint =" field is used to set and indicate the percentage that the var setpoint is increased to when the
Increment button is clicked. Any setpoint value (expressed as a percent of nominal) within range or higher
than the existing setpoint value can be typed into the “Increase VAR Setpoint =" field. The var setpoint
changes to the new value when the adjacent button is clicked. Clicking this button sends the var setpoint
value to the DECS-100 and changes the color of the pushbutton from gray to red.

Reactive Power Step Response - Decrement of VAR Setpoint (%). This field indicates the decrease that
occurs to the FCR setpoint when the corresponding Decrement button is clicked. The “Decrease VAR
Setpoint =" field is used to set and indicate the percentage that the var setpoint is decreased to when the
Decrement button is clicked. Any setpoint value (expressed as a percent of nominal) within range or lower
than the existing setpoint value can be typed into the “Decrease VAR Setpoint =" field. The var setpoint
changes to the new value when the adjacent button is clicked. Clicking this button sends the var setpoint
value to the DECS-100 and changes the color of the pushbutton from gray to red.

Reactive Power Step Response - Meter Value. These fields and the dial pointer indicate the value of the
selected var setpoint. When the var setpoint is changed by clicking the increment, decrement, or setpoint
button, the meter value fields and dial pointer indicate the setpoint value. A new var setpoint, expressed as
a kvar value or a percentage of nominal, can be typed directly into either Meter Value field or selected by
dragging the dial pointer to the desired value. The new value is sent to the DECS-100 by clicking the Send
button.

Reactlvg Power Step_Respo_nse - Curren_t Setpoint (%). DECS100
The active var setpoint (adjusted by using any of the

previously mentioned methods) is displayed in this Fieturn ta YAF Mominal Setpaint :

field. To return the var setpoint to the nominal setting,

the button adjacent to the “VAR Setpoint (%) Click ¥ES b return to Mominal Setpoint @ 50 &

(Nominal)” field should be clicked. If the VAR tab is left Elet 0 vt o Bt Sidizatd - I

to view other tabs or screens without returning the VAR
setpoint to nominal, the dialog box of Figure 5-19 ; Na |
appears. The var setpoint is returned to nominal by

clicking Yes. The var setpoint is maintained at the Figure 5-19. Var Setpoint Dialog Box
current value by clicking No.

Protection Settings

The Protection Settings screen consists of one tab labeled Protection. Click the Protection button to access
the Protection screen or click Screens on the menu bar and click Protection/Relay.

Protection Tab
Protection settings are shown in Figure 5-20 and are described in the following paragraphs.

OEL - Current Level (A). The value of current in this field determines the excitation level that will cause the
DECS-100 to issue an overexcitation limit alarm. A current level of 0 to 15 A may be entered in 0.001
increments. When the level of field current increases above the value of this field, the OVEREXCITATION
SHUTDOWN LED on the front panel lights and the OEL time delay starts timing down.

OEL - Alarm Time Delay (sec). The value of this field determines the time delay between when the
DECS-100 recognizes an overexcitation condition and the DECS-100 Alarm output (terminals AL1, AL2)
closes. A time delay of 0 to 10 seconds may be entered in 1 second increments.
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Figure 5-20. Protection and Relay Settings Screen

OEL - Hardware Shutdown. If the Hardware Shutdown feature is enabled and an overexcitation condition
exists for the duration of the Alarm Time Delay, the DECS-100 will stop excitation when the Alarm output
closes. Disabling the Hardware Shutdown feature prevents the DECS-100 from removing field excitation
when the Alarm Time Delay expires and the Alarm output closes.

Field Overvoltage - Voltage Level (Vdc). The value in this field is adjustable from 0 to 250 Vdc and
determines the field voltage level that will cause the DECS-100 to issue an overexcitation limit alarm. When
the field voltage increases above the value of this field for 10 seconds, the OVEREXCITATION SHUTDOWN
LED on the front panel lights.

Field Overvoltage - Alarm. If the Alarm is enabled and a field overvoltage condition exists for 10 seconds,
the DECS-100 Alarm output (terminals AL1, AL2) will close. Disabling the Alarm prevents the Alarm output
from closing when a field overvoltage condition exists.

Field Overvoltage - Hardware Shutdown. When Hardware Shutdown is enabled, the DECS-100 will remove
field excitation when a field overvoltage condition exists for 10 seconds.

Loss of Sensing Voltage - LOS Option. One of two DECS-100 responses can be selected for a loss of
sensing voltage condition. Selecting Shutdown Regulator will cause the DECS-100 to remove field excitation
when loss of sensing voltage occurs. Selecting Transfer To FCR will cause the DECS-100 to transferto FCR
mode when a loss of sensing voltage occurs.

Loss of Sensing Voltage - Time Delay (sec). The value of this field determines the time delay between when
a loss of sensing voltage is recognized and the DECS-100 responds according to the Hardware Shutdown
and LOS Option options selected. A time delay of 0 to 25 seconds may be entered in 1 second increments.

Loss of Sensing Voltage - Hardware Shutdown. Enabling Hardware Shutdown will cause the DECS-100 to
remove field excitation when a loss of sensing voltage occurs. Disabling Hardware Shutdown prevents the
DECS-100 from removing excitation during a loss of sensing voltage.

Generator Overvoltage - Voltage Level (%). The value of this field is expressed as a percentage and
determines the level of generator voltage required to initiate a generator overvoltage condition. An
overvoltage percentage value of 100 to 120 percent may be entered in 1 percent increments. A generator
overvoltage condition lights the GENERATOR OVERVOLTAGE LED onthe front panel and closes the Alarm
output at DECS-100 terminals AL1 and AL2.
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Generator Overvoltage - Hardware Shutdown. Enabling Hardware Shutdown will cause the DECS-100 to
remove field excitation when the generator overvoltage setting is exceeded. Disabling Hardware Shutdown
prevents the DECS-100 from removing excitation during a generator overvoltage condition.

Metering, Operation and Alarms

The Metering, Operation and Alarms screen is viewed by clicking the Metering button or by clicking Screens
on the Menu bar and clicking Metering/Operation. Information displayed on the Metering, Operation and
Alarms screen can be frozen by clicking the Metering button while viewing the screen or by clicking Metering
on the Menu bar and clicking Disable Metering. Metering can be resumed by clicking the Metering button
or by clicking Metering on the Menu bar and clicking Enable Metering. The Metering, Operation and Alarms
screen consists of two tabs: Operation and Alarm/Status.

Operation Tab

Operation tab metering values, setpoint values, and control functions are illustrated in Figure 5-21.

BESTCOMS-DECS100-32 - Metering, Operation and Alarms

File Communications Screens DECSLoad Help

O &
= Corfigure | Setiings | Gain | Analpsiz || Protection| Metering | SendToDECS GetmeDEES||P|D EERRL
Operation; | Alarm/Status | ® ALARM SIGNAL
—Gen Vaoltage V]~ Field Voltage [V]——— ~ Apparent Power [MA) — Seipoint
—Yoltage [V] — Cument [&]——
. Iil [Tz [
Vcblil ~ Field Current (&) ——— [ Fieal Power W] —War [% of nom.) - Power Factar—
o | T [
Vea Iil — Reactive Power [War) ;
— Bus Woltage V] — Walkage Matching
oo ||« | S| |
& 0OFF 0N
r— Power Factor
— Gen Cunrent [4] — Phase Angle [Degree] Iil — Control Mode
Bl 0 N 0 | *
Operating Status AR FCR
— Gen Frequency [Hz]—— —Aux DC [nput [¥]—— (] [ [ e et
F’eq@ v I | & o pr c e Raise | Lower|

Figure 5-21. Metering, Operation, and Alarms, Operation Tab

Gen Voltage (V). These metering values report the status of the V, 5, V5, Ve.ar @nd V,, ¢ generator voltages.
The reported values are the product of the voltage sensed at terminals E1, E2, and E3 and the generator
PT ratio. All metering values are updated once each second. When single-phase sensing is used (System
Configuration screen, Sensing Voltage) and the DECS-100 sensing voltage terminals (E1, E2, and E3) are
connected as shown in Figures 4-7 or 4-9, all of the generator voltage metering values will be identical.

Gen Current (A). This metering value indicates the level of the B-phase generator current. This value is the
product of the current input to CT1 and CT2 and the CT ratio. Generator current is monitored through
DECS-100 terminals CT1 and CT2.

Gen Frequency (Hz). This metering value indicates the frequency of the monitored generator voltage.

Field Voltage (V). This metering value indicates the value of voltage being supplied from the DECS-100
output (terminals F+ and F-) to the generator field.

Field Current (A). This metering value indicates the amount of current flowing from the DECS-100 output
(terminals F+ and F-) to the generator field.
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Bus Voltage (V). This metering value indicates the amount of bus voltage present at the utility side of the
tie circuit breaker. The displayed value is the product of the voltage sensed at terminals B1 and B3 and the
bus PT ratio.

Phase Angle (Degree). This metering value indicates the phase angle difference (in degrees) between the
generator voltage and the generator current.

Aux DC Input (V). This metering value indicates the level of dc control voltage applied from a remote device
to DECS-100 terminals A and B. The displayed value correlates to the generator voltage setpoint.

Apparent Power (VA). This value is the calculated product of the metered generator voltage (V). PT ratio
(entered at the System Configuration screen), metered generator current (Ib), CT ratio (entered at the
System Configuration screen), and the square root of 3. See Equation 5-1.

VA=V, Xl X \/5 Equation 5-1

Real Power (W). This value is the calculated product of the metered generator voltage(V,), PT ratio
(entered at the System Configuration screen), metered generator current (Ib) CT ratio (entered atthe System
Configuration screen), square root of 3, and the cosine of the metered phase angle. See Equation 5-2.

W=V, x|y x+3xcosd Equation 5-2

Reactive Power (var). This value is the calculated product of the metered generator voltage(V ), PT ratio
(entered at the System Configuration screen), metered generator current (Ib) CT ratio (entered atthe System
Configuration screen), square root of 3, and the sine of the metered phase angle. See Equation 5-3.

var=V,,; xl; X3 xsingd Equation 5-3

Power Factor. This value is the calculated result of dividing the Real Power (W) value by the Apparent Power
(VA) value. See Equation 5-4.

PF=W + VA Equation 5-4

Operating Status. The Operating Status controls and indicators include three buttons and three
corresponding indicators. Operating Status buttons are labeled PF, VAR, and OFF. Clicking the PF button
changes the color of the adjacent PF indicator to green and causes the DECS-100 to maintain the desired
power factor regulation point. The power factor regulation point can be set within the range of 0.6 lead to
0.6 lag. Clicking the VAR button changes the color of the adjacent VAR indicator to green and causes the
DECS-100 to maintain the desired var regulation point. The var regulation point can be set within the range
of 100 percent absorb to 100 percent generate. Clicking the OFF button changes the color of the adjacent
OFF indicator to red and disables power factor and var regulation.

Operation of the Operating Status controls is determined by the status of the contacts connected across the
DECS-100 Var/PF Control terminals (52J, 52K). When these contacts are open, the Operating Status
controls are enabled. Closing the contacts at terminals 52J and 52K disables the Operating Status controls
and interrupts regulation of vars or power factor until the contacts are opened again.

Setpoint - Voltage (V). This setting field can be used to enter the desired generator output terminal voltage.
The voltage setpoint can also be entered at the Setting Adjustments screen, Setpoint tab, Automatic Voltage
Regulator (AVR) - AVR Setpoint (V). The background color of this field is green when operating in AVR
mode and power factor and var regulation is disabled.

Setpoint - Current (A). This setting defines the field current setpoint when operating in FCR mode. The
current setpoint can also be entered at the Setting Adjustments screen, Setpointtab, Field Current Regulator
(FCR) - FCR Setpoint. Current values from 0 to 7 Adc may be entered in increments of 0.01 Adc. The
background color of this field is green when operating in FCR mode.

Setpoint - Var (% of nom.). This setting determines the level of generator vars maintained by the DECS-100
when operating in var mode. The var setpoint can also be entered at the Setting Adjustments screen,
Setpoint tab, Reactive Power Control (VAR) - VAR Setpoint (% of nom.). The background color of this field
is green when the DECS-100 is operating in AVR mode and is regulating the var setpoint.
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Setpoint - Power Factor. This setting determines the level of power factor regulation maintained by the
DECS-100. The power factor setpoint can also be entered at the Setting Adjustments screen, Setpoint tab,
Power Factor Control (PF) - PF Setpoint. Power Factor setpoint values are adjustable from -0.6 to -1 (1) or
0.6 to +1 in 0.001 increments. The background color of this field is green when the DECS-100 is operating
in AVR mode and is regulating the power factor setpoint.

Voltage Matching. The Voltage Matching controls and indicators consist of two buttons and two adjacent
indicators. Clicking the ON button changes the color of the adjacent ON indicator to green and enables
voltage matching by the DECS-100. When Voltage Matching is enabled, the DECS-100 automatically
adjusts the field current to match the generator output voltage with the bus voltage prior to synchronizing.
In order for Voltage Matching to be enabled, the following conditions must be met.

» The Parallel Generator Compensation Contacts (terminals 52L and 52M) must be shorted.
 The DECS-100 Voltage Matching input must be shorted (terminals VM and VMC).

e Var/PF control must be disabled by shorting terminals 52J and 52K (open breaker).

e The DECS-100 must be operating in AVR mode.

Clicking the OFF button changes the color of the adjacent OFF indicator to red and disables the voltage
matching function.

Control Mode. Clicking the AVR button changes the color of the adjacent AVR indicator to green and
enables the AVR operating mode. When operating in AVR mode, the DECS-100 regulates the generator
output voltage at the AVR setpoint. Clicking the FCR button changes the color of the adjacent FCR indicator
to green and enables the FCR operating mode. When operating in FCR mode, the DECS-100 maintains the
field current at the FCR setpoint. Enabling the FCR mode turns off Voltage Matching.

Fine Adjustment. Raise and Lower buttons control the fine adjustment of the operating setpoint. These
buttons perform the same function as closing the appropriate set of contacts connected to the External
Adjust terminals (6D and 7 to decrease, 6U and 7 to increase) of the DECS-100. For AVR mode, each click
of the Raise button increases the voltage setpoint 0.01 volts; each click of the Lower button decreases the
voltage setpoint 0.01 volts. The minimum and maximum limits for fine adjustment of the voltage setpoint are
controlled by the Regulator Sensing Voltage setting (System Configuration screen) and the Fine Voltage
Adjustment - Band setting (Setting Adjustments screen). Fine adjustment of the voltage setpoint can be
increased/decreased no higher/lower than the Regulator Sensing Voltage setting plus/minus the Band
setting. For example, a Regulator Sensing Voltage setting of 100 volts and a Band setting of 10 percent
allows the Fine Adjustment function to increase the voltage setpointto a maximum of 110 volts and decrease
the voltage setpoint to a minimum of 90 volts. For Var, PF, or FCR modes, the Raise and Lower buttons
provide fine adjustment over the entire adjustment range.

Alarm/Status Tab

The Alarm/Status tab indicators provide the status of DECS-100 protection functions, control modes, and
contact inputs. Alarm/Status tab indicators are illustrated in Figure 5-22 and are described in the following
paragraphs.

Protection Alarms. Five Protection Alarm indicators provide the status of DECS-100 protection functions.
Alarm indicators include Overexcitation Shutdown, Overexcitation Limiting, Underfrequency, Generator
Overvoltage, and Loss of Generator Sensing. When a DECS-100 protection function detects an alarm
condition, the appropriate indicator changes from black to red.

Control Status. Two Control Status indicators indicate when the VAR/PF and Manual modes are active. The
Manual Mode Active indicator changes from black to red when the FCR control mode is active. The VAR/PF
Mode Active indicator changes from black to red when the DECS-100 is operating in AVR mode and
correction of power factor or vars is selected.

Switch Status. Three Switch Status indicators indicate when the DECS-100 control inputs are open or
closed. The 52JK switch open indicator changes from black to red when the user-supplied contacts at
terminals 52J and 52K are closed. When this control input is open, selection of PF or VAR mode can be
made on the Operation tab of the Metering, Operation, and Alarms screen. The 52LM switch closed indicator
changes from black to red when the user-supplied contacts at terminals 521 and 52M are closed. When this
control input is closed, parallel control and droop is inactive. The VM switch closed indicator changes from
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black to red when the user-supplied contacts at terminals VM and VMC are closed. When this control input
is closed, the Voltage Matching function is active.

BESTCOMS-DECS100-32 - Metering. Operation and Alarms M=l E
File  Communications  Screens  Metering DECSLoad Help
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Figure 5-22. Metering, Operation, and Alarms, Alarm/Status Tab

Metering Signal. The Metering Signal indicator of the Alarm/Status tab flashes to indicate when metering
is active. A number beside the indicator tracks how many times the metering and status indicators have been
updated. When the Metering button is clicked or Metering on the Menu bar is clicked followed by Disable
Metering, the Metering Signal indicator stops flashing, the metering update counter stops incrementing, and
the metering functions stop being updated.

PID DATA

BESTCOMS-DECS100-32 enables generator stability to be set through the automatic calculation of PID
parameters. PID stands for Proportional, Integral, Derivative. The word proportional meansthatthe response
of the DECS-100 output is proportional or relative to the amount of change that is observed. Integral means
that the DECS-100 output is proportional to the amount of time that a change is observed. Integral action
eliminates offset. Derivative means thatthe DECS-100 output is proportional to the required rate of excitation
change. Derivative action avoids excitation overshoot.

BESTCOMS automatically calculates PID values after the user selects the generator frequency, generator
time constant (T'do), and exciter time constant (Texc). With BESTCOMS, the user may generate new PID
numbers, add to a PID list file, and update the AVR gain settings in the Control Gain or Step Response
screens.

The PID window (Figure 5-23) is accessed by clicking the PID button. The PID button can be clicked only
when the Stability Range setting of the Control Gain screen is set at a value of 21. (A setting of 21 enables
the entry of custom stability settings through the PID window.) Then, when afield of the Control Gain screen
is changed or selected, the PID button changes from gray to yellow and the button can be clicked to view
the PID window. After the PID numbers are modified, calculated, and updated, the PID window is closed by
clicking the Update Setting Screen button. The modified PID values are then shown on the Control Gain
screen.
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Figure 5-23. PID Window

PID Calculation Based on Input Values

The available range for the exciter time constant depends on the value entered for the generator time
constant. (The default value for the exciter time constant is the generator time constant divided by 6.) The
generator time constant value selected must be in the range of 1.00 to 15.00 seconds and in 0.05
increments. When the generator time constant value is 1.00, the available exciter time constantrangeis 0.03
to 0.50 in 0.01 second increments. When the generator time constant value is 15.00, the available exciter
time constant range is 0.30 to 3.00 in 0.01 second increments.

For example, when T'do is set at 2.0 seconds, Texc is 0.33. After specifying the input values, a set of PID
parameters (output data) is generated automatically. If T'do is set at 5.00 seconds, then Texc is 0.83
seconds. The calculated KP is 155.47, Kl is 138.72, KD is 48, and Kg is 1.

PID parameters can be directly removed from, added to, or modified in the PID List Data. PID parameters
may also be saved into a file (pidlist.dat).

Adding to the PID List

CAUTION

Improper PID numbers will result in poor system performance or system
damage.

PID parameters can be added to a list and recalled for operation and comparison. To add to the list, type
a name for the generator (or other appropriate information) in the generator information box. Select the
generator time constant. Observe the PID gain parameters in the Field Output Data fields. If these gain
parameters are appropriate, click the Add to PID List button. Check for the new parameters by pulling down
the PID List (click the down arrow). The new gain and time constant parameters should be displayed.

Removing a PID List Record

PID parameters can also be removed from the list. To remove a list (record), pull down the PID List and
select the record or list so that the gain and time constant parameters are displayed. Click the Remove
Record button and the listed record is deleted.
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Retrieving Existing Data from the PID List

To retrieve existing data, pull down the PID List and select the record or list so that the gain and time
constant parameters are displayed and highlighted. Click the Get from a List button and the listed record
input and output data displays in the boxes.

SETTINGS FILES

BESTCOMS software enables you to print a list of DECS-100 settings, save DECS-100 settings to a file,
and open a settings file and upload those settings to a DECS-100. A settings file may also be opened and
edited within any text editing software.

Printing Settings Files

A printout of DECS-100 settings can be useful for record keeping or comparison purposes. DECS-100
settings are printed by clicking the print icon or clicking File on the Menu bar and then clicking Print. When
the print command is given, a print dialog box prompts you to select a printer. Once the printer is selected,
a second dialog box (Figure 5-24) provides the opportunity to add a title, unit information, and comments
to the settings list. Each entry is limited to a maximum of 60 characters. After this information is entered, OK
is clicked and the report is printed.

Saving Settings Files

Saving DECS-100 settings to a file for uploading to other DECS-100 units saves setup time when configuring
multiple units to the same configuration. A settings file can also be created in BESTCOMS without being
connected to a DECS-100. The settings of the desired screens can be changed and these settings can then
be saved to a file. Once a settings file is created, it can be edited using any text editing software, and then
saved for uploading.

# User Information M=l E

— Title to he added at top of data [54 Characters Max]

—Serial Number to be added at top of data [94 Characters Max]

— Comments to be added at top of data [54 Characters Max]

ok LCancel |

Figure 5-24. User Information Dialog Box for Settings List

A settings file is created by clicking the save icon or by clicking File on the Menu bar and then clicking Save.
When the file command is given, a dialog box asks if you want to save the current settings into a DECS-100
data file. Clicking Yes displays a Save As dialog box where the settings are assigned a file name and then
saved. All DECS-100 settings files are automatically given a .del extension by BESTCOMS.

Uploading Settings Files

A DECS-100 settings file downloaded from a DECS-100 or created within BESTCOMS can be uploaded to
multiple DECS-100 units. Only a DECS-100 settings file with a .del extension can be uploaded to a
DECS-100 unit. Before uploading a file, communication must be initiated with the DECS-100 that is to
receive the settings. Refer to the paragraphs labeled Starting BESTCOMS, Establishing Communication.
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CAUTION
Before uploading a settings file, remove operating power from the DECS-100,

disconnect the field wiring from terminals F+ and F—, and re-apply operating
power to the DECS-100.

The upload process is started by clicking the open icon or clicking File on the menu bar and then clicking
Open. A dialog box is then displayed (Figure 5-25) reminding you that the DECS-100 should be off-line
before uploading settings. Clicking Yes loads the settings into DECS-100 memory.

DECS100-32 |

numbers or on-line data file transfers. DECS-100 unit must be in STOF mode before you

® WwiARMIMG: Poor system performance or equipment damage may result from improper P10
tranzfer files. Do you want to zend thiz data into DECS-1007

Figure 5-25. Settings Upload Dialog Box

PASSWORD PROTECTION

Password protection guards against unauthorized changing or viewing of DECS-100 settings. A single
password protects all DECS-100 settings. The DECS-100 is delivered with a default password of decs. Once
the password is changed, it should be stored in a secure location. If the user-defined password is lost or
forgotten, BESTCOMS-DECS100-32 must be reloaded to restore the default password.

Changing the Password

NOTE
A password change can be made only after communication between
BESTCOMS and the DECS-100 is established.

A new password can be programmed by performing the following steps.

1. Click Communications on the menu bar and click & Change Password _O[=]

Password Change on the drop-down menu. The

Change Password dialog box of Figure 5-26 appears. “Enter your access password

2. Type the current password in the "Enter your access I—
password" field of the Change Password dialog box and
press the Enter key on your keyboard.

3. Another dialog box will appear with instructions for Enter your new password

making the password change. Click the OK button and |

type a new password (8 alphanumeric characters,

maximum) in the "Enter your new password" field. ~Re-enter your new password |
4. Press the Enter or Tab key on your keyboard to [max 8 characters)

advance the cursor into the field labeled "Re-enter your |—

new password". Type the new password again to

confirm the changed password and press the Enter key.

When the Enter key is pressed, the new password is Cancel

enabled and a dialog box appears to remind you to
keep your password in a secure location. Figure 5-26. Password Dialog Box
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TERMINATING COMMUNICATION

DECS-100 communication is terminated by clicking on Communications on the menu bar, and clicking
Close Comm Port. You are asked if you want to save the settings to EEPROM. This question is asked even
if no changes were made to the DECS-100 settings. When you execute the Close command (with a Yes or
No to save settings to EEPROM), communication with the DECS-100 is terminated. If you choose to exit
BESTCOMS (by clicking File on the menu bar and then Exit) without first closing communication, you are
still given the opportunity to save the settings to EEPROM.

EMBEDDED FIRMWARE

Embedded firmware is the operating program that controls the actions of the DECS-100. The DECS-100
stores firmware in nonvolatile flash memory that can be reprogrammed through the RS-232 communication
port. It is not necessary to replace EPROM chips when replacing the firmware with a newer version.

Updating the Firmware

Future enhancements to DECS-100 functionality may make a firmware update desirable. DECS-100
embedded firmware can be updated by performing the following steps.

CAUTION

If power is lost or communication is interrupted during file transfer, the DECS-
100 will not recover and will cease to be operational.

NOTE

Communication must be closed prior to uploading embedded firmware to the
DECS-100. Refer to the Terminating Communication subsection for information
about closing DECS-100 communication.

1. Connect a communication cable between the rear RS-232 connector of the DECS-100 and the
appropriate communication port of your PC.

2. Click DECSLoad on the BESTCOMS menu bar and click Uploading Embedded Software (Figure
5-27). If this menu selection is grayed out, you'll need to close DECS-100 communication. Refer to
the Terminating Communication subsection for information about closing DECS-100 communication.

2 - System Configuration

Figure 5-27. DECSLoad Menu Selection

When Uploading Embedded Software is clicked, a dialog box (Figure 5-28) is displayed that
advises you to disconnect the DECS-100 generator and bus connections and save the DECS-100
settings in a file before proceeding with firmware uploading. Firmware uploading may replace some
user-adjusted settings with factory-default settings.
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DECS-100 Embedded Software Uploading 1]

Make sure pour DECS-100 device iz disconnected with Generator and Bus and wour current settings are saved into a
file. Do ywou want ko continue ?

Figure 5-28. Software Uploading Advisory Dialog Box

3. Click Yes to proceed with software uploading. When Yes is clicked, the Communication Initiation
screen (Figure 5-6) appears. Select the active communication port for your PC and click the
Initialize button. BESTCOMS obtains the configuration settings from the DECS-100 and saves all

settings. When the saving of settings is complete, the DECS-100 Embedded Program Loader of
Figure 5-29 appears.

K DEC5-100 Embedded Program Loader M= E3

Get Device Information Start Tranzfer Data

Current [nformation from Device Mew Information from Device

|Messages

Figure 5-29. DECS-100 Embedded Program Loader

4. Click the Get Device Information button. The DECS-100 Embedded Program Loader retrieves and

displays the DECS-100 model number, style number, serial number, and application program
version number in the left-hand column (Figure 5-30).

K DEC5-100 Embedded Program Loader M= E3

Get Device Information Start Tranzfer Data

Current [nformation from Device Mew Information from Device

todel Mumber : DECS-100
Stle Murnber :

App  Program : VER 1.09.6 12/08/00
Sernal Mumber :

Figure 5-30. Retrieved DECS-100 Information

5. Click the Start Transfer Data button to proceed with software uploading. The dialog box of Figure 5-

31 appears and recommends that your DECS-100 settings be saved in a file that can be uploaded to
the DECS-100 after the embedded firmware is updated.
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Do you want to continue?

Figure 5-31. Settings File Reminder Dialog Box

Clicking No allows you to exit the upload process so that a DECS-100 settings file can be created.
Refer to the Settings Files subsection for information about creating a settings file.

Clicking Yes continues with the upload process and displays the Open dialog box of Figure 5-32.
The Open dialog box is used to locate and select the appropriate file for uploading to the DECS-100.
Only files with a .S19 extension are displayed in the Open dialog box.

open HE
Loskin: | 3 decs00 = &= =5
hexfile1 519

=

File narne: Ihe:-:fileE.s'I 9 Open I
Files of type:  [HEX files (519 [ Carcel |

Figure 5-32. Open Dialog Box

6. Select the appropriate file for uploading and click the Open button to start the file transfer. A dialog
box (Figure 5-33) indicating the progress of the file transfer is displayed.

Transfernng Hex File

File Mame : Chdecs100ihexfile? 519
File Length : 71546

Figure 5-33. File Transfer Progress

Once the transfer is complete, the device information is displayed in the right-hand column of the
DECS-100 Embedded Program Loader (Figure 5-34). The displayed program version number
indicates the version and date of the firmware just loaded.
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ﬁDECSJ 00 Embedded Program Loader

M= B3

Get Device Information Start Tranzfer Data
Current [nformation from Device Mew Information from Device
todel Murmber : DECS-100 todel Murnber : DECS-100
Style Mumber : Style Mumber :
App Program : WER 1.09.6 12/08/0 App Program ; VER 1.08.03 02/A16/01
Serial Mumber : Serial Mumber :

YER
b ;l b
ITransfer Complete

Figure 5-34. DECS-100 Information After Upload

7. Close the DECS-100 Embedded Program Loader. BESTCOMS loads the default settings, loads the
saved settings, and checks the settings.
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SECTION 6 « BESTCOMS SOFTWARE FOR THE
PALM OS® PLATFORM

INTRODUCTION

BESTCOMS software for the Palm OS® platform provides a portable communication link between the DECS-
100 and the user. BESTCOMS enables you to use a Palm OS® handheld or personal digital assistant (PDA)
to view and change DECS-100 settings and create settings files that can be uploaded to DECS-100 units.

INSTALLATION

BESTCOMS software for the Palm OS platform has the following minimum recommended installation and
operating requirements.

® |BM-compatible personal computer (PC)
486DX2 or faster microprocessor
Microsoft® Windows® 95, 98, Me, or NT 4.0 operating system
CD-ROM drive
One available serial port
Palm™ Desktop software, version 3.0.1 or later
e Palm OS® handheld
o Palm OS version 3.3 or later
e HotSync® cable

e}

O
O
O
O

Installing BESTCOMS

BESTCOMS software for the Palm OS® platform is comprised of a series of files that run as a single
application on your handheld. A setup utility on the CD supplied with the DECS-100 automatically loads the
files into the Palm™ Desktop application Install Tool on your PC. BESTCOMS is then installed on your
handheld when you perform your next HotSync® operation.

Use the following procedure to install BESTCOMS on your handheld.

NOTE

The PalIm™ Desktop software supplied with your handheld must be installed on
your PC before the BESTCOMS setup utility is run.

Your handheld must have a unique identification number in order for the
installation of BESTCOMS to be successful. This is accomplished by performing
a HotSync® operation before installing BESTCOMS.

Installing this version of BESTCOMS software will overwrite all existing DECS-
100 settings files. Make a written record of all desired DECS-100 settings before
installing BESTCOMS.

Some settings in this version of BESTCOMS may not be compatible with DECS-
100 firmware version 1.09.09. (Information about checking the firmware version
is provided in the BESTCOMS Version Information sub-section.) To obtain the
latest version of DECS-100 firmware, contact Basler Electric. (Information about
viewing contact information for Basler Electric is provided in the Basler Electric
Contact Information sub-section.)

BESTCOMS is compatible only with USA regional numeric settings.
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1. Insert the BESTCOMS installation CD into the DEC DU TR ]

CD-ROM drive of your PC. BESTCOMS ngcome, -
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BESTCOMS software at this time.

Documentation CD menu appears, click the Platform
Install button for the BESTCOMS Palm OS®
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the Welcome screen of Figure 6-1. Click the
Next> button to view the Select Destination
Directory screen of Figure 6-2.

o A ARMING =

If you haven't done so alieady, wiite down the saved files from any
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<Back Cancel |
Figure 6- 1. Welcome Screen
BESTCOMS-DECS100 BESTCOMS-DECS100
Sefect Destination Directory Modules selection,
BESTCOMS Please select the diectory where BESTCOMS-DECS100 fles are to be BESTCOMS priewieeryes
for the . installzd for the ) = p,n?fn?3 B =
Palm 08° Paim 0S” | EEEREEEg A
Platform Platform ¥ CMDGROURFDB
<% CMDINDEX.PDB
e paimtinstall =] -% DECIMALS FDE
[% DESC.PDE
-[¥ DETAILPDE
-B¢ GROUPS.FDB
[% IDS.FDE
i Unsslect sl |
< Back Cancel | cBack | Mets | Cancel |
Figure 6- 2. Select Destination Figure 6- 3. Modules Selection Screen

Directory Screen

3. Accept the default installation location by clicking Next> or change the location to the desired folder
and click Next>. The Modules Selection screen (Figure 6-3) appears.

4. Select all of the BESTCOMS files for installation by clicking the Select all button. Click the Next>
button to proceed to the Select a User screen of Figure 6-4.

5. Click the check box next to the desired user or click the Select all button to make BESTCOMS
available to all users. Click the Next> button to complete the installation. The Installation Complete

screen (Figure 6-5) appears and confirms that BESTCOMS was installed successfully. Click the Quit
button to exit the setup utility.

BESTCOMS-DECS100 BESTCOMS-DECS100

Select a user,
Flease select the user thal the instalalion program wil use for instaling BESTCOMS
BESTCOMS DECS100 for the BESTCOMS-DECS100 has been successully installed

Installation Complete!

BESTCOMS
for the
Palm 0§°
Platform

T DECS-100 User R Vi IRl "o PaimS @ application willbe ransfened to your handheld computer
Platform

upon the next HotSync.
*fou wil find documentation about this product in section & of the manual

Press the QUIT button to exit this installation.

Eﬁ' Selectal | Unsslect al E
<Back Mer | Carcel | e e | e |
Figure 6- 4. Select a User Screen Figure 6- 5. Installation Complete Screen

6. Connect your handheld and PC using a HotSync® cable or cradle and perform a HotSync® operation
to load BESTCOMS on your handheld.

Connecting the DECS-100 and Handheld

Communication between the DECS-100 and your handheld requires the proper connections. A readily
available data cable can be used to connect your handheld to the DECS-100. If a data cable isn’t available,
a 9-pin, male-to-male, null-modem adaptor can be connected in series with a HotSync® cable.
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STARTING BESTCOMS

BESTCOMS is started by tapping the BESTCOMS icon on the main menu (Figure 6-6) of your handheld.
The screen of Figure 6-7 appears and prompts you to enter the password. The DECS-100 is delivered with
a password of decs. If an incorrect password is entered or the Cancel button is tapped, a message will
appear and notify you that an invalid password was selected. Tapping the Ok button exits BESTCOMS and
returns you to the main menu (Figure 6-6). Entering the correct password and tapping OK displays the
BESTCOMS startup screen (Figure 6-8) followed by a screen (Figure 6-9) asking you to select the desired
operating mode.

Address

Dut&;nk Expense Graffiti DECS-100 BESTCOMS

Flease enter password:

Hot5wnc hail Merno Pad

@ I: ] 4 :I |: Cancel :I

Pref: Security  ToDoList
Figure 6- 6. Main Menu BESTCOMS Icon Figure 6- 7. Password Entry Screen

DECS-100 BESTCOMS DECS-100 BESTCOMS

wa) )
Basler Electric .
Which Mode ¥

Drizital Brocitation Cordrol Syetem
BESTCOMS-DECS100 To work on-line, connect
version 1.02.00 data cable to DECS
Copyright & 2002 Basler Electric ['D"'Li"'E] [i}ff-Line]
Figure 6- 8. BESTCOMS Startup Screen Figure 6- 9. Mode Selection Screen

BESTCOMS OPERATING MODES

BESTCOMS has two modes of operation: On-Line and Off-Line. On-Line mode enables direct
communication with the DECS-100. In On-Line mode, DECS-100 settings can be viewed and changed, and
system alarms and status indicators can be verified. The Off-Line mode can be used to view and edit
settings files when your handheld is not connected to the DECS-100. The handheld can then be connected
to the DECS-100 and the settings file uploaded.

The following paragraphs describe how each BESTCOMS operating mode is accessed.
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On-Line Mode

NOTE

Ensure that the handheld is connected to the DECS-100 with the correct cable
before attempting to work in the On-Line mode. If the communication cable is
not connected, the handheld may lock up and require a soft reset.

Tapping the On-Line button (Figure 6-9) establishes communication between BESTCOMS and the DECS-
100. When communication is established, BESTCOMS downloads the settings from the DECS-100 so that
they can be viewed and edited on your handheld. The screen shown in Figure 6-11 is displayed when
BESTCOMS is downloading settings from the DECS-100.

Off-Line Mode

Tapping the Off-Line button (Figure 6-9) displays a screen (Figure 6-10) that asks you to select either the
factory-default DECS-100 settings (Default button) or a user-created settings file (Open button) from a list
of settings files stored on your handheld.

Tapping the Default button causes BESTCOMS to retrieve the factory-default settings from your handheld
so that they can be viewed and edited. A screen similar to the one shown in Figure 6-11 is displayed while
BESTCOMS retrieves the factory-default settings.

Tapping the Open button displays the File Operations screen of Figure 6-12. One of 10 user-created settings
files or the factory-default settings file can be selected from the list displayed on this screen. When the
settings file name is tapped, the settings are retrieved. A screen similar to the one shown in Figure 6-11 is
displayed while BESTCOMS retrieves the factory-default settings or user-created settings file. When the
settings file has been retrieved, a dialog box appears and confirms that the settings were loaded. Tapping
the Ok button displays the main screen shown in Figure 6-13.

More information about the File Operations screen is provided in the BESTCOMS File Operation Screen
subsection.

File Operations 'DECS100 BESTCOMS

Downloading . ..

Which 5ettings ?

Load default or open
soved settings

[Def-:lult] |: Dpen... ]

Figure 6- 10. Settings Selection Screen Figure 6- 11. Downloading
Progress Screen
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File Operations 4 DECS-100 BESTCOMS
Stored Files Gr-:qus

-amipty- Zettings
-empty- {::-n_trn:ul
-amipty- Lirniter
-empty- HYRAFCR Gain
-ampty 4 Protaction
Tap on file narne to load... War/PF Gain

File Acti Tap on group to see settings
il Actions: -

Cther Pages: w

awe 1o DECS
Figure 6- 12. File Operations Screen Figure 6- 13. BESTCOMS Main Screen

NOTE

The Save to DECS button of the main screen (Figure 6-13) is not always present.
It is displayed only in On-Line mode when settings have been changed but not
saved to the DECS-100. If BESTCOMS is exited (either by turning off the
handheld or switching to another application) without tapping the Save to DECS
button, setting changes are not saved in the DECS-100 and may be erased if the
DECS-100 loses operating power.

The Save to DECS button does not appear when using BESTCOMS in Off-Line
mode.

BESTCOMS MAIN SCREEN

The BESTCOMS main screen of Figure 6-13 is the gateway to other BESTCOMS screens where you can
make settings changes, view the status of DECS-100 alarms and outputs, view system parameters, the
BESTCOMS version level, and contact information for Basler Electric customer service.

Navigating Through the Setting Groups

DECS-100 settings are divided into the seven groups/screens listed below. Each setting group/screen is
accessed from the BESTCOMS main screen.

. Configuration

. Settings

. Control

. Limiter

. AVR/FCR Gain
. Protection

. Var/PF Gain

A group of settings is accessed by tapping the group name listed on the main screen. A summary of the
individual settings available at each screen is provided in Table 6-1.
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Table 6-1. BESTCOMS Settings Group Summary

Configuration Screen

Sensing Mode

AVR/FCR Gain Screen

Stability Range

Sensing Frequency Mode AVR Kp
Rated Sensing Voltage AVR Ki
Generator PT Ratio AVR Kd
Generator CT Ratio AVR Td
Bus PT Ratio AVR Kg
Limiter Mode FCR Kg

Fine Voltage Adjustment Band

Settings Screen

Voltage Setpoint (AVR) Protection Screen

Field Current Setpoint (FCR) Overexcitation Voltage Enabled
Var Setpoint OEL Shutdown Enabled

PF Setpoint LOS Transfer to FCR Enabled
OEL Shutdown Time Delay
Generator OV Shutdown Enabled
LOS Shutdown Enabled

Control Screen Field OV Shutdown Enabled
Soft Start Time Generator Overvoltage Level
Underfrequency Kneepoint Field Overvoltage Level
Volts/Hertz Slope LOS Time Delay
Voltage Matching Speed LOS Balance Level
Droop Setpoint LOS Imbalance Level

Generator Short-Circuit Level

Limiter Screen Var/PF Screen
Overexcitation Limiter Var Ki
OEL Ki Var K_g
OEL Kg PF Ki

PF Kg

Changing Settings

When a setting screen is selected and displayed, the description for each setting is listed in the ltem column,
the value for each setting is listed in the Value column, and the range for the highlighted setting is listed in
the Settings Range box.

To change a setting, highlight the desired setting by tapping it. Ensure that the cursor is on the Change to:
line and enter the new value in the Graffiti® writing area of your handheld. In the example of Figure 6-14, the
Control screen Soft Start Time setting of 20 seconds is being replaced with a new setting of 50 seconds.
Once the new value is entered in the Change to: line, the Update button is tapped to send the setting to the
DECS-100. When the handheld confirms the DECS-100 setting change, the handheld emits a two-tone
beep, the new setting is displayed in the Value column, and the Save to DECS button appears in the lower,
right-hand corner of the screen. (Figure 6-15).
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L
Item Value
Soft Start Time
Under Frequency Knespaint |57
Yoltz/Hertz Slopa Yoltz/Hertz Slopa 1
Yaltage Matching Speed 1 Yaltage Matching Speed 1
Croop Setpoint ) Croop Setpoint )
* *
S5ettings Range S5ettings Range
0z - 7200z in 15 steps | |III5 - 7200z in 15 steps |
Change tor 200 e Change 1ol e
(Update) Update(Sawe to DECS)
Figure 6- 14. Setting Change - Part 1 Figure 6- 15. Setting Change - Part 2

Multiple changes can be made before saving the DECS-100 settings. Settings are saved by tapping the
Save to DECS button on any of the screens that display the button.

Alarm and Contact Input Status

The Alarm/Contact Status screen (Figure 6-16) is accessed from the BESTCOMS main screen (Figure 6-13).
Tap the arrow (¥) on the Other Pages: line and then select Front Panel Alarms from the drop-down menu.
The Alarms portion of this screen displays the status of the DECS-100 front panel LEDs. An alarm condition
is indicated by a checked box (®). The Contact Status section indicates whether the DECS-100 52LM, 52JK,
and Voltage Matching contact inputs are open or closed. To refresh the status of the Alarm/Contact Status
screen indicators, tap the Update button. To return to the main screen, tap the Back icon (<@).

System Status

The System Status screen shown in Figure 6-17 is accessed from the main screen (Figure 6-12) by tapping
the arrow on the Other Pages: line and then tapping System Status. The System Status screen displays the
current mode setting beside or below each Mode button. Note that the voltage matching and var/power
factor mode settings will not appear on the System Status screen if your DECS-100 does not have those
optional features.

Alarm/Contact Status 4 m 4
Alarmns= Tap buttons to change rmode:
Crveberxcitation Shutdown - - 0O
Generator Cvervoltage - - - O fieg. Mode) ............... RYE
Genergtor LOS--------- O Wi Mode OFF
Cryerexcitation Limniting --- O - """"""""
“ARPF Mode Activa------ O Operating Mode
Manual Maode Active - ---- - a e
Underfrequency Active - ---O %J (AR
Contact Status -
C2 LW £2 K y Tap buttons for fine voltage adjust
(Update) Sawe to DECS

Figure 6- 16. Alarm/Contact Figure 6- 17. System Status Screen
Status Screen
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Regulation and Voltage Matching Buttons

Tapping the Reg. Mode button toggles between Field Current Regulation (FCR) mode and Automatic
Voltage Regulation (AVR) mode.

Tapping the VM Mode button toggles the voltage matching function between the On and Off state. The
example of Figure 6-18 shows a DECS-100 operating in the AVR mode with voltage matching disabled.

Note that voltage matching cannot be enabled unless the following conditions are met.

+ The DECS-100 must be equipped with the voltage matching option.

« The Parallel Generator Compensation contacts (terminals 52L and 52M) must be shorted.
+ The DECS-100 Voltage Matching input (terminals VM and VMC) must be shorted.

» Var/PF control must be disabled by shorting terminals 52J and 52K (open breaker).

» The DECS-100 must be operating in AVR mode.

Operating Mode Buttons

The Operating Mode segment of the System Status screen (Figure 6-18) has three buttons labeled OFF,
PF, and VAR. These buttons will not appear if the DECS-100 isn’t equipped with the var/power factor control
option. Tapping the PF button places the DECS-100 in the power factor operating mode and causes a
checked box (R) to appear below the PF button. Tapping the VAR button places the DECS-100 in the var
operating mode and causes a checked box to appear below the VAR button. Tapping the Off button disables
power factor and var regulation and places a checked box below the OFF button. The example of Figure 6-
18 shows that power factor and var regulation are disabled.

Operation of the Operating Mode controls is determined by the status of the contacts connected across the
DECS-100 Var/PF Control terminals (52J, 52K). When these contacts are open, the Operating Status
controls are enabled. Closing the contacts at terminals 52J and 52K disables the Operating Status controls
and interrupts regulation of vars or power factor until the contacts are opened again.

Fine Adjust Buttons

Fine adjustments to the operating setpoint are made by tapping the Raise and Lower buttons of the System
Status screen (Figure 6-18). In AVR mode, an arrow serves as a reminder of which button was last tapped.
A single tap of the Raise or Lower buttons increments or decrements the generator voltage by 0.1 volts. In
Var, PF, or FCR mode, the Raise and Lower buttons allow fine adjustment over the entire adjustment range.

To return to the main screen, tap the Back icon.

Firmware and BESTCOMS Version Information

The “” button, located in the upper right-hand corner of the main screen (Figure 6-13), can be tapped to view
the About screen (Figure 6-18). When operating in Off-Line mode, the About screen displays only the
BESTCOMS version number. When operating in On-Line mode, the About screen displays the BESTCOMS
version number and the DECS-100 firmware version number. Tapping the Hide Splash Screen box prevents
the BESTCOMS startup screen from appearing when BESTCOMS is started. Tapping the “i” button on the
About screen displays a message stating that BESTCOMS is compatible only with USA regional numeric
settings. Forexample, integers and fractions are separated by periods instead of commas. Tapping the Back
icon in the upper right-hand corner of the screen returns you to the main screen.

Basler Electric Contact Information

Tapping the Contact Basler button on the About screen (Figure 6-18) displays the Contact Basler screen
of Figure 6-19. This screen lists the contact information for Basler Electric customer service. Tapping the
Back icon returns you to the main screen shown in Figure 6-13.
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Basler Electric
Custorer Service
Route 143, Box 269
Highland, IL 62243
(6180 6E4-2341
TE180 654-2351 FRX

Basler

DECS-100 BEATCOMS
DECS Merd 11201 01730002
Handheld Yer: 1.0:3.00

O Hide Splazh Screen
Copwright Basler Electric, 2002

Figure 6- 18. About BESTCOMS Screen Figure 6- 19. Contact Basler Screen

Rt tpes S wwg bazler.corm

BESTCOMS FILE OPERATIONS SCREEN

The File Operations screen (Figure 6-12) displays a list of 10 user-created settings files and one factory-
default settings file. When less than 10 user-created settings files exist, placeholders labeled “—empty—*
occupy unused locations in the list. Tapping the name of a user-created file or the default settings file loads
the file settings into BESTCOMS.

A drop-down menu is accessed by tapping the arrow (¥) on the File Actions line. Selections from the drop-
down menu enable you to create a settings file, send a settings file to the DECS-100, retrieve settings from
the DECS-100, and delete user-created settings files from the file list on the File Operations screen.

Creating a Settings File

A settings file can be created with BESTCOMS in either On-Line or Off-Line mode. In On-Line mode, the
existing DECS-100 settings can be downloaded from the DECS-100 and then modified to create a settings
file. The factory-default settings or a user-created settings file can be retrieved and modified in either On-
Line mode or Off-Line mode to create a new settings file. When editing of the settings is complete, the
following steps are used to save the settings file with a unique name.

1. On the BESTCOMS main screen, tap the arrow (V) on the Other Pages: line.

2. Select File Operations from the drop-down menu and then tap the Open button in the “Which
Settings?” dialog box to access the File Operations screen.

3. Tap the arrow (¥) on the File Actions: line of the File Operations screen.
4. Select SAVE to file from the drop-down menu.

5. Use the handheld Graffiti® writing area to enter a name for the file. Up to 50 alphanumeric characters
can be used. Note that no more than approximately 13 characters are shown in the Save As: field
when entering a file name.

Sending a Settings File to the DECS-100
An existing settings file can be sent to the DECS-100 by using the following procedure.
1. On the BESTCOMS main screen, tap the arrow (¥) on the Other Pages line.

2. Select File Operations from the drop-down menu and then tap the Open button in the “Which
Settings?” dialog box to access the File Operations screen.

3. Select the desired settings file from the list on the File Operations screen to load the settings into
BESTCOMS.

4. Tap the Ok button to acknowledge that the settings were loaded.
5. Repeat Steps 1 and 2 to access the File Operations screen.
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Tap the arrow (V) on the File Actions: line and select SEND to DECS from the drop-down menu.
Ensure that the proper data cable is connected between the DECS-100 and your handheld.

Tap the Ok button in the “Connect Cable” dialog box to send the file.

Tap the Ok button to acknowledge that the settings were sent to the DECS-100.

0. To save the settings in DECS-100 memory, tap the Save to DECS button which is accessible from
any of the BESTCOMS screens.

11. Tap Ok to acknowledge that the settings were saved to DECS-100 memory.

= © N

Reading Settings from the DECS-100
DECS-100 settings are read into BESTCOMS on your handheld by performing the following steps.
1. On the BESTCOMS main screen, tap the arrow (¥) on the Other Pages: line.

2. Select File Operations from the drop-down menu and then tap the Open button in the “Which
Settings?” dialog box to access the File Operations screen.

Tap the arrow (¥) on the File Actions: line and then select SEND to DECS from the drop-down menu.
Ensure that the proper data cable is connected between the DECS-100 and your handheld.
Tap the Ok button in the Connect Cable dialog box to read the DECS-100 settings into BESTCOMS.

Once the settings are read, tap the Ok button to acknowledge that the DECS-100 settings were read
into BESTCOMS.

2R

Deleting User-Created Settings Files
Perform the following steps to delete a user-created settings file.
1. On the BESTCOMS main screen, tap the arrow (¥) on the Other Pages: line.

2. Select File Operations from the drop-down menu and then tap the Open button in the “Which
Settings?” dialog box to access the File Operations screen.

3. Tap the arrow (V) on the File Actions line and then select DELETE saved file.
4. Tap the name of the settings file that you want to delete.
5. Tap the Delete button to remove the selected settings file from your handheld.

PASSWORD PROTECTION

Password protection guards against unauthorized changing or viewing of DECS-100 settings. A single
password protects all settings. The DECS-100 is delivered with a default password of decs. Once the
password is changed, it should be stored in a secure location. If the user-defined password is lost or
forgotten, BESTCOMS must be reloaded to restore the default password.

Changing the Password
A new password can be programmed by performing the following steps.
1. Access the Main drop-down menu (Figure 6-20) by tapping the title bar of the main screen. Older

versions of BESTCOMS may require that you tap the Menu icon on your handheld screen to access
the Main drop-down menu.

2. Select Change Password from the Main drop-down menu.

3. When prompted, enter the desired password and tap OK. The BESTCOMS password is not case-
sensitive; either lower-case or upper-case alphanumeric characters are acceptable. When OK is
tapped, the new password is activated and BESTCOMS displays the new password. In the example
of Figure 6-21, a password of 123 was entered.

4. Tap OK to return to the BESTCOMS main screen.
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SECTION 7 « MAINTENANCE AND TROUBLE-
SHOOTING

PREVENTIVE MAINTENANCE

The only preventive maintenance required on the DECS-100 is to periodically check that the connections
between the DECS-100 and the system are clean and tight. DECS-100 units are manufactured using state-
of-the-art, surface-mount technology. As such, Basler Electric recommends that no repair procedures be
attempted by anyone other than Basler Electric personnel.

TROUBLESHOOTING

If you do not get the results that you expect from the DECS-100, first check the programmable settings for
the appropriate function. Use the following troubleshooting procedures when difficulties are encountered in
the operation of your excitation system.

Generator Voltage Does Not Build
Step 1.  Verify that all wiring is properly connected. Refer to Figures 4-6 through 4-10.
If wiring is improperly connected or loose, reconnect wiring properly.
If wiring connections are correct, proceed to Step 2.
Step 2.  Verify that the generator is spinning at rated speed.
If the generator is not up to rated speed, increase generator speed to the rated value.
If the generator is spinning at rated speed, proceed to Step 3.

Step 3. For PMG power, check for correct input power to the DECS-100. Refer to Section 1, General
Information, Specifications for input power requirements.

If voltage is not present, refer to the generator manual for repair procedures (PMG system only).
If voltage is present, proceed to Step 4.

Step 3a. Ifthe DECS-100 is being shunt powered (non-PMG) mode, verify that the residual voltage applied
to the power input is at least 6 Vac.

If the applied voltage is less than 6 Vac, refer to the generator manual and flash the generator
field.

If the applied voltage is 6 Vac or greater, proceed to Step 4.
Step 4. Verify that no fuses are open.
Replace any open fuses.
If no fuses are open, proceed to Step 4.
Step 5.  Verify that the front panel OVEREXCITATION SHUTDOWN indicator is not lit.

If the front panel OVEREXCITATION SHUTDOWN indicator (field voltage) is lit, check the
generator and/or load conditions. Interrupt input power or shut down the generator for a minimum
of one minute.

If the front panel OVEREXCITATION SHUTDOWN indicator is not lit, proceed to Step 6.

Step 6. Verify that the front panel OVEREXCITATION LIMITING indicator is not lit.

If the front panel OVEREXCITATION LIMITING indicator is lit, check the generator and load
conditions. Also check the field current limit setpoint for the correct level. Interrupt input power or
shut down the generator for a minimum of 1 minute.
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Step 7.

Step 8.

If the front panel OVEREXCITATION LIMITING indicator is not lit, proceed to Step 7.

Verify that the DECS-100 soft start settings are correct. Too long of a soft start setting may give
the appearance of no buildup.

If the soft start settings are incorrect, adjust the settings.
If the soft start settings have no effect, proceed to Step 8.
Replace the DECS-100 unit.

If replacing the DECS-100 unit does not correct the malfunction, then the generator is defective.
Consult with the generator manufacturer.

Low Generator Output Voltage

Step 1.

Step 2.

Step 3.

Step 4.

Step 4a.

Step 5.

Step 6.

Step 7.

Verify that the voltage adjustment is not set too low.

If the voltage adjustment is too low, adjust it to the correct setpoint.

If the voltage adjustment is correct, proceed to Step 2.

Verify that the underfrequency knee setpoint is not greater than the generator frequency.

If the underfrequency setpointis too high, adjust the setpoint below the rated generator frequency.
If the underfrequency setpoint is correct, proceed to Step 3.

Verify that the generator is spinning at rated speed.

If the generator is not up to rated speed, increase the generator speed to the rated level.

If the generator is spinning at rated speed, proceed to Step 4.

For PMG power, check for correct input power to the DECS-100. Refer to Section 1, General
Information, Specifications for input power requirements.

Ifthe DECS-100 input voltage is low, refer to the PMG manual for PMG repair (PMG system only).
If the voltage is at the required level, proceed to Step 5.

If the DECS-100 is being shunt powered (non-PMG), verify that the power potential transformer
(if used) has the correct turns ratio, is sized properly, and is supplying the correct voltage level to
the power input.

If the turns ratio of the power potential transformer is incorrect, is sized too small, or is not
supplying the correct input power, replace the power potential transformer.

If the power potential transformer is correct, proceed to Step 5.

Verify that the sensing potential transformer (if used) has the correct turns ratio and is operating
correctly.

If the turns ratio of the sensing potential transformer is incorrect, replace the sensing potential
transformer.

If the sensing potential transformer is operating correctly, proceed to Step 6.
Verify that the front panel OVEREXCITATION LIMITING indicator is not lit.

If the front panel OVEREXCITATION LIMITING indicator is lit, check the generator and/or load
conditions. Also check the field-current limit setpoint for the correct level. Interrupt input power or
shut down the generator for a minimum of one minute.

If the front panel OVEREXCITATION LIMITING indicator is not lit, proceed to Step 7.

Low generator output voltage may occur when operating in droop mode with an inductive load.
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Step 8.

Step 9.

If the low voltage condition is not caused by the droop function, proceed to Step 8.

Verify that the voltage setpoint is not being modified by application of voltage to the optional
Accessory Input.

If the low voltage condition is not caused by voltage applied to the Accessory Input, proceed to
Step 9.

Replace the DECS-100 unit.

High Generator Output Voltage

Step 1.

Step 2.

Step 3.

Step 4.

Step 5.

Verify that the voltage adjustment is not set too high.

If the voltage adjustment is too high, adjust it to the correct setpoint.

If the voltage adjustment is correct, proceed to Step 2.

Verify that the sensing potential transformer (if used) has the correct turns ratio.

If the turns ratio of the sensing potential transformer is incorrect, replace the sensing potential
transformer with the correct one.

If the sensing potential transformer is correct, proceed to Step 3.
High generator output voltage may occur when operating in droop mode with a capacitive load.
If the high voltage condition is not caused by the droop function, proceed to Step 4.

Verify that the voltage setpoint is not being modified by application of voltage to the optional
Accessory Input.

If the high voltage condition is not caused by voltage applied to the Accessory Input, proceed to
Step 5.

Replace the DECS-100 unit.

Poor Voltage Regulation

Step 1.

Step 2.

Step 3.

Step 4.

Verify that the case of the DECS-100 is properly grounded.

If the DECS-100 is not properly grounded, connect a dedicated ground wire to the quarter-inch
fast-on connector labeled GND on the rear of the DECS-100 case.

If the DECS-100 is properly grounded, proceed to Step 2.

Check for grounded field leads.

If the field leads are grounded, isolate them from ground.

If the field leads are not grounded, proceed to Step 3.

If the DECS-100 is powered from a PMG, check for grounded PMG leads.
If the PMG leads are grounded, isolate them from ground.

If the PMG leads are not grounded, proceed to Step 4.

Verify that the generator frequency is not dropping below the DECS-100 underfrequency setpoint
when load is applied to the generator.

If the generator frequency is dropping below the underfrequency setpoint, reduce the setpoint if
possible. Also check the prime mover and generator for proper sizing in relation to the applied
load.
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Step 5.

Step 6.

If poor regulation is not related to DECS-100 underfrequency operation, proceed to Step 5.
Verify that regulation is not being affected by normal droop operation.
If droop operation is not affecting regulation, proceed to Step 6.

Replace the DECS unit.

Generator Output Unstable (Hunting)

Step 1.

Step 2.

Step 3.

Step 4.

Verify that the governor for the prime mover is operating properly.

If the governor is not operating properly, troubleshoot using the manufacturer's suggested
procedures.

If the governor is operating properly, proceed to Step 2.

Verify that the sensing and input power leads are connected securely.

If the sensing or input power leads are not connected securely, tighten the connections.
If the sensing or input power lead connections are secure, proceed to Step 3.

Verify that the DECS-100 Stability Range is set to the proper range.

If the Stability Range setting is incorrect, reset the Stability Range.

If the Stability Range setting is correct, proceed to Step 4.

Verify that the Stability Level is properly set.

If the Stability Level is not properly set, reset the Stability Level.

OVEREXCITATION SHUTDOWN Indicator is Annunciating

Step 1.

Step 2.

Step 3.

Step 4.

Check for generator overloading.

If the generator is operating with a larger than rated load, shed load.

If the generator is operating with a rated or less than rated load, proceed to Step 2.

Verify that the generator exciter field voltage requirements are compatible with the DECS-100.

If the exciter field voltage requirements are not compatible with the DECS-100, contact Basler
Electric Customer Service for recommendations.

If the exciter field voltage requirements are compatible with the DECS-100, proceed to Step 3.
Replace the DECS-100.
If replacing the DECS-100 does not correct the malfunction, proceed to Step 4.

Refer to the generator manual. Generator is defective.

LOSS OF GENERATOR SENSING Indicator is Annunciating

Step 1.

Step 2.

Verify that the voltage sensing leads are properly connected.

If the sensing leads are not properly connected, correct the connections.

If the sensing lead connections are correct, proceed to Step 2.

For single-phase sensing, verify that E2 and E3 are connected.

If E2 and E3 are not connected, connect them both to phase C sensing voltage.

If E2 and E3 are properly connected, proceed to Step 3.
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Step 3.

Step 4.

Step 5

Verify that the sensing potential transformer (if used) has the correct turns ratio and is functioning
properly.

If the sensing potential transformer has the wrong turns ratio or is malfunctioning, replace it.
If the sensing potential transformer is correct and functioning properly, proceed to Step 4.
Verify that the generator output voltage is present on all phases.

If the generator is missing a phase, refer to the generator manual. Generator is defective.

If generator output voltage is balanced on all phases, proceed to Step 5.

Replace the DECS-100.

OVEREXCITATION LIMITING Indicator is Annunciating

Step 1.

Step 2.

Step 3.

Step 4.

Step 5.

Check for generator overloading.

If the generator is operating with a larger than rated load, shed load.

If the generator is operating with a rated or less than rated load, proceed to Step 2.

Verify that the DECS-100 output (field) current limit is not set too low.

If the output current limit setpoint is too low, adjust for the proper setting.

If the output current limit is set properly, proceed to Step 3.

Verify that the generator exciter field current requirements are compatible with the DECS-100.

If the generator exciter field current requirements are not compatible with the DECS-100, contact
Basler Electric Customer Service for recommendations.

If the generator exciter field current requirements are compatible with the DECS-100, proceed to
Step 4.

Replace the DECS-100.
If replacing the DECS-100 does not correct the malfunction, proceed to Step 5.

Refer to the generator manual. Generator is defective.

UNDERFREQUENCY ACTIVE Indicator is Annunciating

Step 1.  Verify that the generator is operating at rated speed.
If the generator is not operating at rated speed, adjust the generator speed.
If the generator is operating at the rated speed, proceed to Step 2.

Step 2.  Verify that the underfrequency setpoint is correct.
If the underfrequency setpoint is incorrect, adjust it to the correct value.

No Droop

Step 1. Verify that the DECS-100 52L/M contact input is open.

If the 52L/M contact input is not open, it must be opened to enable the droop function.
If the 52L/M contact input is open, proceed to Step 2.

Step 2.  Verify that the DECS-100 52J/K contact input (if present) is closed or the Var/PF function is
disabled via BESTCOMS. Var/PF operation must be disabled for droop operation. If var/PF
operation is disabled, proceed to Step 3.

Step 3.  Verify that the DECS-100 droop setting is not adjusted to 0% droop.
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Step 4.

Step 5.

Step 6.

Step 7.

Step 8.

If the droop setting is adjusted to 0% droop, increase the setpoint above 0%.
If the droop setting is adjusted to above 0%, proceed to Step 4.
Check for an open in the circuit connected to DECS-100 CT1 and CT2.

If there is an open circuit, repair as necessary.

If there is no open circuit, proceed to Step 5.

Verify that all connections are correct according to Figures 4-6 through 4-9.

If connections are incorrect, correct the problem.

If connections are correct, proceed to Step 6.

Verify that the load being applied to the generator for droop testing is not purely resistive.
If only a resistive load is being applied to the generator, apply an inductive load and retest.
If the load being applied to the generator is inductive, proceed to Step 7.

Verify that your DECS-100 is compatible with the current sensing transformer (1 A or 5 A
secondary) being used. For example, a current sensing transformer with a 1 ampere output rating
would produce very little droop if your DECS-100 has a 5 ampere current transformer input. Refer
to Figure 1-1 of Section 1, General Information to check the current transformer input of your
DECS-100.

If the current transformer input is incorrect, replace the current sensing transformer or the
DECS-100 for compatibility.

If the current transformer input is correct, proceed to Step 8.

If the above steps fail to correct the malfunction, replace the DECS-100 unit.

No Voltage Matching

Step 1. Verify that the Voltage Matching option was purchased and is enabled in the software.
If not enabled, use the BESTCOMS software to turn on voltage matching.
If voltage matching is enabled, proceed to Step 2.

Step 2.  Verify that all connections are correct according to Figures 4-6 through 4-9 as required for the
Voltage Matching option of the DECS-100.
If the interconnection is incorrect, reconnect according to the appropriate interconnect diagram.
If the interconnection is correct, proceed to Step 3.

Step 3.  Verify that the DECS-100 VM/VMC contact input is closed.
If the VM/VMC contact input is open, it must be closed to enable voltage matching.
If the VM/VMC contact input is closed, proceed to Step 2.

Step 4. Check for correct utility reference voltage on DECS-100 terminals B1 and B3.
If the interconnection is incorrect, reconnect according to the appropriate interconnect diagram.
If the interconnection is correct, check for open system fuses.
Verify that the potential sensing transformer, if used, is connected to DECS-100 terminals B1 and
B3.
If potential sensing transformer connections are correct, proceed to Step 5.

Step 5.  Verify that the generator output voltage setpoint is within 10 percent of the measured utility bus
voltage.
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If the setpoint is too low or too high, adjust the setpoint to the appropriate level.
If the setpoint is correct, proceed to Step 6.

Step 6. If the above steps fail to correct the Voltage Matching malfunction, replace the DECS-100.
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